Duick and Lomplete!

WEDGE ANCHORS WEDGE ANCHORS Q)
CARBON STEEL ZINC PLATED STAINLESS STEEL TYPE 304
ICC ES Listing for cracked and un-cracked concrete is m
pending for sizes 3/8 to 3/4. ”
New size in red m
FASTENING PRODUCTS .
* Long Thread Design Part No. Size Qry. Qty. Wt
* Letter Coded Studs ISS 14134 114 X 1-3/4 100 800 27
e o o ISS 14214 114 X 2-1/4 100 800 3
: ; ISS 14314 114 X 3-1/4 100 800 38 H
il i S S ISS38214  IBX2-1/4 50 400 35
WED 14134 1/4 X |-3/4 100 800 27 ISS 38234 3/8 X 2-3/4 50 400 40 m
WED 14214 1/4 X 2-1/4 100 800 3l 1SS 383 38 X 3 50 400 4
WED 14314 1/4 X 3-1/4 100 800 38 ISS 38334 3/8 X 3-3/4 50 400 49
WED 38214 3/8 X 2-1/4 50 400 35 ISS 385 IBXS 100 300 45
WED 38234  3/8 X 2-3/4 50 400 40 ISS 12234 112X 2314 50 150 29 h
WED 383 318 X3 50 400 42 ISS 12334 1/2 X 3-3/4 50 150 35
WED 38334 3/8 X 3-3/4 50 400 49 IS5 12412 112 X 4-112 50 150 39 n
WED 385 38 X5 100 300 45 1SS 12512 112 X 5-112 50 150 47
WED 12234 112 X 2-3/4 50 150 29 IS 127 12X7 gg ;g g: =
WED 12334 112 X 3-3/4 50 150 35 IS 58312 etob ek s 3 o
WED 12414 112 X 4-1/4 50 150 38 13590413 s n
ISS 586 58X 6 25 75 44
WED 12512 112X 5-1/2 50 150 47 e AT o - 53 H
g e & o s 1SS 34512 3/4 X 5-112 20 60 50
WED 12812 1/2 X 8-1/2 25 75 36 IS5 347 34 X 7 15 45 45 m
Fre i L 25 i i IS5 3410 304 X 10 10 30 2
WED 58312 5/8 X 3-172 25 75 31 1SS 16 1 X6 10 30 47 ”
WED 58412 5/8 X 4-172 25 75 36 155 19 I X9 5 I5 46
WED 585 5/8X5 25 75 40 m
WED 386 58X 6 25 75 44 STAINLESS STEELTYPE 316
WED 587 58X7 20 60 52
WED 58812 5/8 X 8-1/2 20 60 6l IST 14134 114 X 1-3/4 100 800 27
WED 5810 5/8X 10 5 45 47 IST 14214 114 X 2-1/4 100 800 30
WED 34414 3/4 X 4-1/4 20 60 52 IST 14314 114 X 3-1/4 100 800 38
WED 34434 3/4 X 4-3/4 20 60 55 IST 38214 3/8 X 2-1/4 50 400 35
WED 34512 3/4 X 5-172 20 60 50 IST 38234 3/8 X 2-3/4 50 400 40
WED 34614  3/4 X 6-1/4 I5 45 54 IST 38334 3/8 X 3-3/4 50 400 49
WED 347 34X 7 5 45 45 IST 385 IBXS 100 300 45
WED 34812 3/4 X 8-112 10 30 53 IST 12234 112 X 2-3/4 50 150 29
WED 3410 34X 10 10 30 9 IST 12334 112 X 3-3/4 50 150 35
IST 58412 5/8 X 4-112 25 75 36
WED 3412 34 X 12 10 30 49
IST 586 518X 6 25 75 44
WED 786 718X 6 10 30 38 il e BT 2 60 @
WED #hd %R e 30 e IST 34414 3/4 X 4-1/4 25 75 52
preae - ISseld 2 15 3 IST34512 34 X 5172 20 60 50
WED 16 Restd 9 20 04 IST 347 34 X7 15 45 45
WED 19 X9 5 IS 46
WED 112 I X 12 5 IS 59 MINIMUM EMBEDMENT FOR WEDGE ANCHORS
WeDliae LAY y 2 3% Size (inch) 4 8 12 S8 34 78 P
i MG L i = i Emb(inch)  1-1/8 158 2-1/4 2314 314 4 412 512
WAG 38234  3/8 X 2-3/4 50 400 38 ROCKITE
WAG 38334 3/8 X 3-3/4 50 400 51
WAG 12334 1/2 X 3.3/4 0 150 35 SELF LEVELING POURABLE GROUT
a:g :i::; ::i i ‘;:‘;: gg :gg ‘;3 Rockite cement is a hydraulic type cement compound
WAG 58412 5/8 X 4-1/2 2% 75 37 that is specially formulated to give superior strength and
WAG 586 518X 6 25 75 45 unsurpassed bonding qualities. When mixed with water,
WAG 34414 3/4 X 4-1/4 25 75 52 Rockite pours smoothly into place. It sets within
x:g ;ﬁlz ;:: ; ?'”2 llg 4612 ig 15 minutes. Within one hour, it develops a compressive
strength of 4500 psi.
Ideal for: \ .
TIE WIRE ANCHORS )
« Patching = Signs
We invented it. 2 Raili Cknis
. . n
Accept no substitute! 4B — s
Ere Pre. iR Care * Machinery mounts * Posts
Part No.  Size Dia. Qry. Qry. We
Si c :
EP932  1M4X2-1/4 932 100 1,000 38 T = ase Ot
EP932M 14X 2-1/4 932 : 1,000 35 ROC 10 10 Ib Pail 4
ROC 50 50 Ib Pail I

1-888-671-8665 sales@sdisupplies.com 23
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SZ HEAVY-LOAD ANCHORS

IcC ru

ES

LISTED

ACI 318 category | anchor for cracked or uncracked concrete

ICC ES Listed ESR-3304

HEX BOLTTYPE

FASTENING PRODUCTS

ISO GRADE 8.8 ZINC PLATED

Bolt Min. Drill Fastens

dia. Length Emb. Size up to Pkg.
Part No. (mm)  (mm) {mm) {mm)  (mm) Ory.
LHL 630 ] 95 50 10 30 50
LHL &50 6 115 50 10 50 50
LHL 830 8 105 60 12 30 50
LHL 850 8 125 60 12 50 25
LHL 1025 10 16 65 I5 25 25
LHL 1045 10 136 65 IS 50 25
LHL 1220 12 127 80 18 20 20
LHL 1240 12 147 80 18 40 20
LHL 1620 16 150 100 24 20 10
LHL 1650 16 180 100 24 50 10
LHL 2030 20 192 125 28 30 10
LHL 2060 20 222 125 28 60 5
STAINLESS STEEL A4 (TYPE 316) WITHTITANIUM
LHS 830 8 105 &0 12 30 50
LHS 1025 10 116 71 15 25 25
LHS 1045 10 136 71 15 45 25
LHS 1220 12 128 80 18 20 20
LH5 1240 12 148 80 18 40 20
LHS 1620 16 150 100 24 25 10

ISO GRADE 8.8 ZINC PLATED

Min. Drill Fastens

Bolt

dia. Length Emb. Size up to Pkg.

Part MNo. {mm)  (mm) (mm) (mm)  (mm) Quy.
* BHL 830 8 110 50 12 30 50
* BHL 1025 10 121 60 15 25 25
* BHL 1045 10 141 65 15 50 25
BHL 1220 12 132 80 18 20 20

* BHL 1240 12 152 80 18 40 20
BHL 1620 16 157 100 24 20 10
* BHL 1650 16 187 100 24 50 10
* BHL2030 20 201 125 28 30 10
* BHL 2060 20 231 125 28 60 5
* BHS 830 8 109 60 12 30 50
* BHS 1045 10 140 71 15 45 25
*BHS 1220 12 131 80 18 20 20
* BHS 1240 12 151 80 18 40 20
* BHS 1620 16 157 100 24 20 10
* BHS 2030 20 188 125 28 30 10

* Special order item / limited stock - allow 2-6 weeks for
delivery. Also available special sizes & head styles.
Prices & delivery on request. Extra delivery charges may apply.

Zinc Plated

METRIC O/D

Thread Drill Pkg. Case Case
Part No. Size Size Qty. Qty. Wt
IPA 14516 114 8MM 100 2,000 29
IPA 381532 3/8 12MM 50 1.000 53
FRACTIONAL O/D
IPA 1438 114 3/8 100 2,000 45
IPA 3812 3/8 112 50 1,000 61
IPA 1258 112 5/8 50 500 58
IPA 5878 5/8 7/8 25 100 32
IPA 341 3/4 | 25 100 49
STAINLESS STEEL (TYPE 304)
IPS 1438 114 3/8 100 2,000 42
IPS 3812K 38 112 50 1000 61
IPS 1258 112 5/8 50 500 56
IPS 5878 5/8 7/8 25 200 60
IPS 341 3i4 | 25 |00 49

Zinc Plated and Knurled

Thread Drill Pkg. Case Case
Part No. Size Size Qty. Qty. Wt
CTD 1258 112 5/8 50 500 59
CTD 341 3/4 | 25 100 49
DROP-IN SETTING TOOL

Auto setting tool for use
with 5DS hammer drill

e —
Manual setting tool i P——

Depth control SDS PLUS bits

.

B

For best results use UCAN depth
control bits and setting tools only.

Part No. Anchor Size

IPAST 14 114

IPAST 38 3/8

IPAST 12 112

IPAST 58 5/8

IPAST 34 3/4

SDS 5738 3/8 SDS Auto setting tool

SDS sTI2 12 SDS Auto setting tool

sDs 3812DC 172 X 1-11/16 SDS PLUS depth control bit for IPA 3812
SDS 1258DC 5/8 X 2-1/16 SDS PLUS depth control bit for IPA 258

STUBi DROP-IN ANCHOR

Internal
Expander Plug

Zinc Plated
3/8" Short Drop-in anchor
for hollow core slabs and

other shallow embedment

reqUiremer'ts UNC 3/8-16 thread

Thread Box. Case
Part No. Size Drill Size Qry. Qty.
DIS 3812 3/8 112 100 1000
SETTING TOOL FOR STUBI
Part No. DISST 38 Anchor size  3/8

1-888-671-8665 sales@sdisupplies.com



= AN 22N/ T Quick and Complete!

SERVICE DEPENDAB/ILITY INTEGRI/TY

SLEEVE ANCHORS
ACORN NUT
Zinc Plated

HEX BOLT TYPE SLEEVE ANCHORS
Zinc Plated

UCAN

FASTENING PRODUCTS

Pkg. Case Case Price +
Part No. Size Qty. Oy, We. e With ISO Grade 6.8 Bolt
SLE 14138 1/4 X 1-3/8 100 1,000 25 40.00 Drill Pke. Case Case
SLE 14214 14 X 2-1/4 100 1,000 35 46.50 Part No. Size Size Qy. Quy. We
SLB 38178 38X I-7/8 38 50 500 40
SLB 38214  3/8X2-1/4 38 50 500 45
SLB 383 38X 3 38 50 300 34
Zinc Plated ] - SLB 12214  12X2-1/4 IR 25 250 37
!H:“x o SLB 12234 12X2314 112 25 250 41
N ! . S— SLB 124 112 X 4 12 25 150 33
jt-—— 2
|’

D3I AIUODT) SAIUI)SE]

Pkg. Case Case Price
Part No. Size Quy. Qty. W, IC
SLESI6I2  SI6X I-112 100 1,000 40 46.00 Rust Proof Zamac Alloy
SLESI6212  5/16 X 2-112 100 600 36 58.00
SLE 38178 38 X 1-7/8 50 500 36 59.50
SLE 383 38 X3 50 300 k7] 79.50
SLE 12214 112 X 2-1/4 25 250 34 105.00
SLE 123 112 X3 25 150 26 132.50 SHORT
SLE 124 112 X4 25 150 30 151.00 Drill Phe. Case Case
SLE 126 12 X6 25 100 30 229.00 Part No.  Size Size Qty. Qty. We
SLE 58214 518 X 2-1/4 25 150 38 186.00 LAS 14 14X | 1”2 50 500 12
SLE 58414 5/8 X 4-1/4 10 60 26 285.00 LAS516  S/H6X 1-1/4 112 50 500 13
SLE 586 58 X6 10 40 23 328.00 LAS 38 IS X 1-34 58 50 500 26
SLE 34212 34 X 2-172 10 60 27 350,00 LAS 12 112 %2 34 25 250 21
SLE 34414 34 X 4-1/4 10 60 39 447.00
SLE 34614 34 X 6104 10 40 13 524.00
LAL 14 X 1-12 1R 50 500 17
FLAT HEAD - PHILLIPS LAL 516 S/16X 1-314 12 50 500 16
LAL 38 38X 2-12 58 50 300 24
Zinc Plated LAL 12 112X 3 3/4 25 150 19
Phe, e Cane Price Rust Proof Zamac Alloy
Part No. Size Qty. Qty. Wt icC
SLF 14138 114 X 1-3/8 100 1.000 19 54.00
SLF 142 114 X2 100 1,000 26 61.50
SLF 143 114 X3 100 1,000 36 69.00
SLF 144 114 X4 100 1,000 45 81.50
SLF 14514 114 X 5-1/4 100 600 35 103.00 Drill Pke. Case Case
SLESIS212  5/16 X 2-112 100 600 28 73.00 Part No. Size Size Qty. Qy, We.
SLESI6312 516 X 3-112 100 600 38 87.00 USA 14 A% 1516 112 s e 3
SLF.304 B XA ad 300 A 115.00 | 1 ysa 38 IBX 112 5/8 50 500 23
SLF 385 38 X5 50 300 4 147.00 OSA 12 i %2 i a5 150 i
SLF 386 38 X6 50 300 49 170.00 USA 58 S8X258 | 75 150 s
USA 34 314 X 2314 1-1/4 10 60 19

DOUBLE-EXPANSION SHIELDS

Rust Proof Zamac Alloy

Pkg. Case Case Price
Part No, Size Qty. Qty. Wre. iC
SLS 14138 114 X 1-3/8 100 1,000 23 114.00 Drill Pkg. Case Case
SLS 516112 516 X 1-112 100 1,000 39 169.00 Part No. Size Size Qry. Qty. Wt
SLS 516212 5/16 X 2-1/2 100 600 34 229.00 UDA 14 114X 1-318 112 100 1,000 29
SLS 38178 3/8 X 1-7/8 50 500 33 256.00 UDA 516 5/16 X 1-5/8 5/8 50 500 28
SLS 383 38X 3 50 300 32 350.00 UDA 38 3BX2 3/4 50 300 28
SLS 123 112%3 25 150 27 540.00 UDA 12 112X212 78 25 150 22
SLS 124 112 X 4 25 150 30 630.00 UDA 58 5/8 X 2-3/4 I 25 150 31
SLS 126 112X6 25 100 30 975.00 UDA 34 3/4 X 4 1-1/4 10 60 27

1-888-671-8665 sales@sdisupplies.com
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PRECAST INSERTS

* lIdeal for use in precast units and
poured-in-place concrete structures
where fastener locations can be
precisely planned.

* Made of rustproof zamac alloy to
prevent surface staining.

* Install with bolts through holes in

steel forms or by means of reusable

Nail-on plugs on wood forms.

Thread Pleg. Case Case
Part Mo. Length (in) Size Qty. Qty. Wt
PZI 10 1/1e 10-24 100 4000 44
PZI 15 1-1/2 1/4-20 100 800 41
PZI 24 I 3/8-16 100 1000 44
PZI 25 1-3/8 3/8-16 100 700 45
PZI 35 1-172 1/2-13 50 300 40
PZI 36 2-7/18 1/2-13 25 150 44
PZI1 45 I-11/16 5/8-11 25 200 38
PZ| 46 2-7/8 5/8-11 25 100 35
PZ1 55 I-11/16 3/4-10 25 150 33
PZ| 56 2-7/18 3/4-10 25 120 40
OVERSIZED-TAPPED FOR GALVANIZED BOLTS (ASTM A563)
PZ| 350T 1-1/2 112-13 50 300 40
PZI 450T I-11/16 5/8-11 25 200 38
PZ| 460T 2-7/18 5/8-11 25 100 35
PZl 550T I-11/16 3/4-10 P 150 33

CONCRETE INSERT PLUG - REUSABLE

Nail-on plastic plug for wood forms

UCAN

FASTENING PRODUCTS

4 Thread Box Case Case
Part No. Size Qty. Qry. Ve
PIP 25 3/8-16 100 1,000 7
PIP 35 1/2-13 100 1,000 8
PIP 45 5/8-11 100 1,000 9

REBAR SAFETY CAP

Provide protection from protruding rebar
* High visibility colour ;
¢ Suitable for 10M - 25M Rebar
* Not for impalement protection
Part No. Pkg. Qry. Case Qty. Case Wt

RSCI1025 25 / Bag 100 9
RSC1025C - 100 9

METAL FRAME ANCHOR

* Galvanized and fire resistant
* Allows easy spacing of frame

ZAMAC PIN BOLTS
WITH ZINC PLATED STEEL NAIL

BULK PACK WITH ZINC PLATED STEEL NAIL

Pkg. Case Case Price
Part No. Size Qry. Qry. Wt IC
ZAM 316787% 3/16 X 7/8 100 1,000 15 28.50
ZAM 14| * 114 X1 100 1,000 19 37.00
ZAM 14114 % 114 X 1-1/4 100 1,000 23 40.00
ZAM 14112 114 X 1-1/2 100 1,000 26 46.00
ZAM 142 14 X2 100 1,000 EY) 55.00
ZAM 143 1/4 X3 100 600 28 79.00
ZAM 14158 114 X1 100 1,000 19 57.50
ZAM 1411455 1/4 X 1-1/4 100 1,000 23 62.00
ZAM 1411258 114 X 1-12 100 1,000 26 72.00
ZAM 14255 114X 2 100 1,000 32 87.00

NYLON PIN BOLTS
WITH ZINC PLATED STEEL NAIL

£
Mushroom head ﬁ

-  ——
Round head §imre— Lo

Case Case Price
Part No. Size Qty. Wt M
ZAM 316788 316X 7/8 5,000 46 254.00
ZAM 14348 |14 X 3/4 2,500 45 280.00
ZAM 141B 14 X | 2,500 48 349.00
ZAM 141148 1/4 X 1-1/4 2,000 45 382.00
ZAM 14112B 114 X 1-1/2 1,800 46 445.00
ZAM 1428 114 X 2 1,250 40 519.00
ZAM 143B 114 X 3 700 31 753.00

NNY 1434M
NMNY [41M
NNY 14112M

114 X 3/4
114 X 1
14 X 1-1/2

]
M
M

Also available in bulk cartons

1000
1000
1000

Head Pkg. Case Case Price
Part No. Size Style Qy. Qry. Wt ic
NYL 316l 316X | M 100 1,000 5 18.00
NYL 3161R 36X 1 Round hd 100 1,000 5 18.00
NYL316112R  3/16 X |I-1/2 Round hd 100 1,000 7 24.00
NYL 1434 114 X 3/4 M 100 1,000 5 18.00
NYL 141 114 X1 M 100 1,000 6 19.00
NYL 14112 14 X 1-172 M 100 1,000 9 24.00
NYL 142 114 X2 M 100 1,000 I 37.00
NYL 143 114 X3 M 100 1,000 19 49.00

43.50
45.50
54.00

ZIN

LLOY SCREW ANCHORS

o

Drill Pkg. Case Case Price

Part Mo. Size Size Qry. Qry. Wi IC

LED 634 7-8 X 3/4 1/4 100 1,000 1 20.00

- LED 61 7.8 X | 1/4 100 1,000 12 25.00

Pae No Size (mm) ol Sk g‘g' ::,3' P’"'fé LED 6112 78X 1-112 I/4 100 1000 20  33.00
: o £ LED 101 10-12 X 1 5/16 100 1,000 20 35.00

MMR 110 10X 110 [0mm 100 12 188.00 LED 10112 10-12 X 1-1/2 516 100 1,000 28 46.00
MMR 130 10 X 130 [0mm 100 10 200.00 LED 16112 14-16 X 1-1/2 3/8 100 1,000 40 57.00

1-888-671-8665 sales@sdisupplies.com
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NYLON DRIVE SCREW ANCHORS

* Install with a hammer - remove with a screwdriver
* Nylon 6 body resists high and low temperatures
* Collapsible body ensures positive clamping

MUN NYLON PLUGS

Heavy duty push through type %

* Made of Nylon 6 for superior performance

* Knock-in collar prevents premature expansion
during installation

* Positive guidance keeps screw centered

* Lock-in feature avoids pre-expansion

ROUND HEAD - PHILLIPS DRIVE SCREW

MMNA 530R
MNA 635R

@ m r'__': - Screw Drill Pkg. Case Case Price

= Part No. Size dia. (mm) Qty. Qty. Wt /C

MUN 5 5X125 4-6 5 100 3,600 8 5.50

e T MUN & 6 X 30 6-8 6 100 3,600 10 6.90

dia. Length up to Pkg. Case Case MUN 8 8 X 40 10-12 8 100 3,600 15 12.40

e Y G & G W |MNE by ome s % m 4o

MNA 530 5 30 5 100 2,400 18 >

MNA 550 5 50 25 100 2.400 24 MUN 4B 14 X 75 MI0 14 - 1,000 18 66.00
MMNA 635 6 35 10 100 2,400 26
MNA 650 6 50 25 100 1,800 20
MNA 670 ] 70 45 100 1,200 22

COUNTERSINK HEAD - PHILLIPS DRIVE SCREW

MNA 850 8 50 15 100 900 18 other applications.
MNA 860 8 60 25 100 900 21 — e —
MNA 880 8 80 45 100 600 I8 X e ) i .
MNABIOO 8 100 60 100 600 21 e e ikl i
MBS 1010 4 10 50 240.00
ROUND HEAD - SQUARE SOCKET DRIVE SCREW MBS 1012 4-3/4 10 50 265.00
MBS 1014  5-172 10 50 295.00
MBS 1016  6-1/4 10 50 370.00

5 30 5
6 40 15

100
100

ROUND / COUNTERSINK HEAD
304 STAINLESS STEEL PHILLIPS DRIVE SCREW

2400
2400

18
26

MBS RENOVATION ANCHOR
B e — m

These long length heavy duty nylon anchors are supplied
complete with screws. They can be used as wall tie
anchors, spacing anchors, frame anchors, and for many

Also available with stainless steel screws and lengths up to 300mm

INSULATION FASTENERS

1-1/2" HEAD DIAMETER - EXTENDED GRIP RANGE

« All Plastic {

D3I AIUODT) SAIUI)SE]

Round head A ——
(5&6mmdia.)m!.' = ad

* Plastic body eliminates thermal transfer

coun:T;s'.nk :Tea‘; t,__a —- * Not for structural support
mm dia. —— '
Drill Overall Grip Pkeg. Pkg. Price
Part No. Size Length Range Qry. W iC
MMNA 53055 5 30 5 100 2,400 18
MMNA 63555 6 35 10 100 2,400 26 MIX 314 5/1é 3-1/4 -2 400 5 53.00
MMNA 6505S 6 50 25 100 1,800 20 MIX 412 5/16 4-1/2 2-3-1/4 250 4 58.00
MMNA BBOSS 8 80 45 100 600 18 = " E
MMA B100SS 8 100 60 100 600 21 112 HEAD DIAME IER
MJP 234 5/16 2-3/4 I -1-172 250 3 46.00
MJP 512 5/1é 5-112 3-1/2-4 250 5 65.00

MIP 614 5/16 6-1/4 4-12-5 250 s 84.00
2-3/8" HEAD DIAMETER

l

Zinc Plated

For use with fasteners such as

FASTENING PRODUCTS ’
Pin Bolts & SCRU-IT Anchors '

o — MJL 234 5/16 2-3/4 -1-172 250 3 49.00
e ; % ML 334 5/16 3-3/4 22112 250 4 51.00

; Qty. Quy. MIL 412 5/16 412 2-1/2-3 250 5 61.00
AC 341 100 1,000

27
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SERVICE « DEPENDABI/LITY ~INTEGRITY

UCAN TWISTER® ANCHORS

* Install with a screwdriver (hand or cordless)

* No predrilling is required

* Fixtures can be installed with #8 screws of any length

* Improved design allows for greater expansion and better
holding capability

* Available in Contractor "Bulk" Packs

ZAMAC DRYWALL ANCHOR

!

Phg. Case Case Price
Part No. Description Qry. Qry. Wt IC
JET 100 * Twister zamac anchor 100 1,000 15 32.00
JET 100B Twister zamac anchor - 2,500 36 26.50

NYLON DRYWALL ANCHOR

e

Pkg. Case Case Price
Part No. Description Qty. Qry. We IC
JET NYL * Twister nylon anchor 100 1,000 4 23.00
JET NYLB Twister nylon anchor - 2,000 8 17.00

UCAN ALEX

« Extra-Grip Aluminum Plugs
« Suitable for electrical fixtures
« High temperature resistance

Screw  Drill  Pkg. Case Case Price
Part Na. Size Size Size Qo Qty. We IC
ALE 141 114 X | 6-10 114 100 1,000 3 21.00
ALE 14114 /14X 1-1/4 6-10 1/4 100 1,000 3 24.00
ALE 14112 1/4X I-1/2  6-10 174 100 1,000 4 27.00

BLUE PLASTIC PLUGS

* Economical plug for light loads in solid substrates

Drill Pkg. Case Case Price
Part No. Size Size Qty. Qty. Wt /C
UBP 68 * 6-8 X3/ 4 36 100 7,200 5 4.00
UBP 810 * 8-10 X 7/8 3/16 100 7,200 5 4.50
UBP 1012* 10-12X | 1/4 100 4,000 6 5.50
UBP 1416 14-16 X 1-3/8 516 100 1,200 3 9.00

NYLON TOGGLE ANCHOR

Use with #8 or #10 screws

Drill Grip Pka. Case Price
Part No. Size Dia. Range Qty. Qry. Ic
NTA 38 38 38 5/16-7/16 100 1000 20.00
NTA 12 112 38 716-9/16 100 1000 21.00
MNTA 58 5/8 38 Sle-11/16 100 1000 22.00

(Socket/slot combination) screws

UCAN

FASTENING PRODUCTS

Drill Pkg. Case Case

Part No. Size Dia. Quy. Qry. Wt
TOG 182 118 X2 38 50 500 8
TOG 183 118 X3 38 50 500 9
TOG 184 118 X 4 38 50 500 12
TOG 3162 e X2 96 50 500 &
TOG 3163 316 X3 9le 50 500 18
TOG 3164 e X4 96 50 500 1]
TOG 3165 316 X5 916 50 300 16
TOG 3166 e X6 6 50 300 18
TOG 143 114 X3 3/4 50 300 21
TOG 144 114 X 4 3/4 50 300 24
TOG 145 114 X5 34 50 300 7
TOG 146 114 X6 314 50 300 29
TOG 384 38 X4 | 25 150 8
TOG 385 38 X5 | 25 100 21
TOG 386 38 X6 | 25 100 24
TOGGLE HEADS ONLY

Heavy gauge wing & nut

TOG HI8 118 38 100 1,000 8
TOG H3le  3/16 9fleé 100 1,000 15
TOG HI4 114 5/8 100 1,000 27
TOG H38 38 | 100 400 21
METAL HOLLOW WALL ANCHORS

Best choice for hollow wall

With combination head screws

r oS -

Screw Drill Grip Case Case
Part No. Size Dia. Range Qry. Qty. Wt
MWA 18XS  1/8 X 3/4  5/16 0-112 100 1,000 10
MWVA, 185 118X 1-3/4 5/16 1/8-172 100 1,000 14
MWA 185L 1/8 X 2-1/8 5/16 1/8-5/8 100 1,000 14
MWVA 18L 118 X 1-314  5/16 5/8-7/8 100 1,000 19
MWA 3165 3/16 X2 716 1/8-5/8 50 500 I8
MWA 316L  3/16 X 2-1/2 7/16 5/8-1-1/4 50 500 24
MWA 45 174X 2 112 1/8-5/8 50 500 24
MWA 4L 114X 2-112 112 5/8-1-1/4 50 500 30

DRIVE-TYPE ANCHORS

* Does not require
predrilling in drywall

Grip Pkg. Case Case
Part No. Size Range Qry. Qty. Wt
MWD 185 118 X 1-1/4 1/8-172 100 1,000 15
MWD 185L  1/8 X 1-3/4 1/8-3/4 100 1,000 15
MYD 181 18 X 1-3/4 5/8-7/8 100 1,000 19

|
KAP TOGGLE

Snap-off toggle anchor

Screw Drrill Box Case
Part No. Size Size Qty. Qty.
KAP 316 316 172 100 600
KAP 316B 3/16 172 500 -
KAP 14 114 172 100 600
KAP 14B 1/4 12 500 -

1-888-671-8665 sales@sdisupplies.com




SERVICE « DEPENDABI/LITY ~INTEGRITY

SUPER SCRU-IT® MASONRY ANCHOR TEM

* Exclusive scalloped threads cut deeper grooves in concrete « Available with either straight shank or SDS drill systems
* Much higher holding power than other thread designs + RUSPRO’ coated for maximum corrosion resistance in
* Completely stress free - may be installed close to edges exposechenvironmsats

* Works where others fail in difficult substrates : S_CRU'lT_ box-with
(e.g. horizontal mortar joints) flip-out side for easy access.

UCAN
N L R T S

FASTENING PRODUCTS
One drill bit included with each package of 100 anchors SUPER SCRU-IT® SILVER
w o~ L S One drill bit included with each package of 100 anchors
* Square Socket Drive
HEX WASHER-HEAD PHILLIPS FLAT-HEAD * Flat Countersink Head
Case . o]

)
Part No. Sise | Part No. Quy. We. * Silver RUSPRO"™ Coated

1)
SCH 31634 3/16 X 3/4 e 1,000 7 Part No. Size Driver Size  Fastens upto  Case Qty.
SCH 316114 36X 1-1/4 : SCP 316114 1,000 10
SCH316134  3/16X 1-314 1 SCP316134 1,000 12 SCR3I6II4  3/16X 1-1/4 #2 14" 1,000
SCH316214 316X 2-1/4 | SCP316214 1,000 14 SCR 316134  3/16 X 1-3/4 #2 3/4" 1,000
SCH 316234  3/16X 2314 ! SCP316234 1,000 17 SCR 316214  3/16 X 2-1/4 #2 1-1/4" 1,000
SCH 316314  3/16 X 3-1/4 1 SCP316314 1,000 20 SCR 316234  3/16 X 2-3/4 #2 1-3/4" 1,000
SCH 3164 316 X 4 | SCP3l64 1000 23 SCR 316314  3/16X 3-1/4 #2 2-1/4" 1,000
SCH 14114 14X 1-14 ' SCP 14114 1,000 14 SCR 3164 3116 X 4 #2 3 1,000
SCH 14134 114X 1-314 1 SCP 14134 1,000 19 SCR 14114 174 X 1-1/4 #3 114" 1,000
SCH 14214 14X 2-1/4 | SCP 4214 1,000 23 SCR 14134 1/4 X 1-3/4 #3 3/4" 1,000
SCH 14234 1/4X 2314 ! SCP 14234 1,000 27 SCR 14214 1/4 X 2-1/4 #3 1-1/4" 1,000
SCH 14314 1/4X3-1/4 1 SCP 14314 1,000 31 SCR 14234 1/4 X 2-3/4 #3 1-3/4" 1,000
SCH 144 1/4 X 4 1 SCP 144 1,000 37 SCR 14314 1/4 X 3-1/4 #3 2-1/4" 1,000
SCH 145 114X 5 ! SCP 145 600 27 -
! SCP 46 600 313 SUPER SCRU-IT® SILVER BULK PACKS
SUPER SCRU-IT® BULK PACKS Drill bits not included
Drill bits not included Part Mo. Size Driver Size  Fastens up to  Case Qty.

SCR3I6114B  3/16 X I-1/4 #2 114" 4,000

HEX WASHER-HEAD PHILLIPS FLAT-HEAD SCR3I6134B  3/16 X 1-3/4 #2 3/4" 3,000

- SCR 316214B  3/16 X 2-1/4 #2 1-1/4" 2,000
Part No. Size ! Part No. Qty. We. SCR 316234B  3/16 X 2-3/4 #2 1-3/4" 1,500
SCH316348  3/16 X34 | e 5000 31 WhIAIG MexFl: A A o
SCH3I61148 316X I-1/4 | SCP3I61148 4000 36 SCRA1e4n 16X 4 # 3 800

! SCR 141148 1/4 X I-1/4 #3 1/4" 2,500
SCH316134B  3/16 X 1-3/4 | SCP 3161348 3000 30 Y

! SCR 141348 114 X 1-3/4 #3 3/4 2,000
SCH316214B  3/16 X 2-1/4 1 SCP316214B 2000 25 -

1 SCR 142148 1/4 X 2-1/4 #3 1-1/4 1,500
SCH316234B 3/16 X 2314 | SCP316234B 1,500 23 : .
SCH3163148  3/16X3-1/4 | SCP3163148 800 16 gg: ::if:g ::: § g?:: z: ;?;: |£)%o
SCH31648  3/16X 4 1 SCP 31648 800 18 5 A
SCH I4114B  1/4 X I-1/4 | ScP 41148 2500 32
SCH 141348 1/4 X 1-3/4 ! SCP 141348 2,000 34
SCH 14214B  1/4 X 2-1/4 1 SCP 14214B 1,500 33
SCH 142348 1/4 X 2-314 1 SCP 142348 1,000 25
SCH 143148 1/4 X 3-1/4 ! SCP 143148 800 24 410 Stainless Steel RUSPRO® coated
SCH 1448 114 X 4 1 SCP 144B 700 26
SCH 1458 114 X 5 i SCP 1458 600 27

L

a! T wed

One drill bit included with each package of 100 anchors

SPECIAL SCRU-IT® (BLUNT TIP)

Hex Washer Head for shallow embedment anchoring HEX WASHER-HEAD
n I II II Il Pkg. Case Case
Part No. Size Qry. Qty. Wt
Light duty, stress free fastener for anchoring SSH 14114 114 X 1-1/4 100 1,000 14
applications where drilling depth is limited to 7/8” (22mm) SSH 14234 114 X 2-3/4 100 1,000 28
Part No. Size Case Qry.  CaseWrt. ' PHILLIPS FLAT-HEAD
SUH 14788 114 X 7/8 4,000 30 SSP 316114 316 X 1-1/4 100 1,000 8

1-888-671-8665 sales@sdisupplies.com
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SCRU-IT® ACCESSORIES CB SCREWS

Installation scru-tool kit

FASTENING PRODUCTS

» Convenient bit storage
* Cuts installation time by 50%
* Stops over-torquing of screw heads

Part No. Description

SCRUTOOL SCRUHIT Installation tool

SPARE PARTS FOR SCRU-TOOL

CDP 1001 Drill adaptor

CDP 1502 Sleeve (5-3/4")

CDP 1005 Long sleeve (6-1/2")
CDP 1507 Extra-long sleeve (7-1/2")
CDP 1003 Detent spring

CDP 1004 5/32" Ball bearing
CDP 2008 1/8" Ball bearing
CDP 1006 114" Driver adaptor
CDP 1007 5/16" Driver adaptor
CDP 1010 Phillips driver adaptor
CDP 2006 1/4"-28 Set screw
CDP 2010 1/8" Hex key

High performance bits for concrete screw systems

BULK PACKS

Max. Fastener Pkg.
Part No. Size Length Qry.
SCB 5323 5/32 X 3-112 1-3/4 10
SCB 5324 332X 4-112 2-3/4 10
SCB 5325 5/32 X 5-112 4 10
SCB 3163 316 X 3-112 1-3/4 10
SCB 3164 36 X 4112 2-3/4 10
SCB 3165 36 X 5-1/2 4 10
SCB 3166 3/16 X 6-112 5 10
SCB 3167 316 X 7-112 6 10

Max. Fastener Pkg.
Part No. Size Length Quy.
SCB 5323B 5/32 X 3-112 1-3/4 100
SCB 53248 5/32 X 4-112 2-3/4 100
SCB 5325B 5/32 X 5-112 4 100
SCB 3163B 316 X 3-12 1-3/4 100
SCB 31648 316 X 4-1/2 2-3/4 100
SCB 31658 316 X 5-112 4 100
SCB 3166B 316 X 6-112 5 100
SCB 31678 36X 7-112 6 100

SDS SCRU-BITS

With hex shank for scru-tool sleeve

DR 4 s

Max, Fastener

Part No. Size Screw dia. Length
5CS5 5325 5/32 X 5-1/4 3/16 2-1/4
SCS5 5327 5132 X7 36 4

SC5 3165 316 X 5-1/4 1/4 2-1/4
SCS 3167 316 X 7 114 4

For cementitious sheathing panels
* Phillips wafer head with underside ribs

» RUSPRO® corrosion resistant coated

CB SPOON POINT SCREWS

For wood studs and light metal studs up to 20ga

Case Case
Part No. Size Qty. Wi
CBS | 14B 8 X I-1/4 5,000 31
CBS 158B 8 X |-5/8 4,000 30
CBS 214B 8X 2-1/4 2,500 26

CB SELF DRILLING SCREWS

For metal studs up to 12ga

ﬁ i , "

Case Case
Part No. Size Qry. Wt
CBT 114B 8X 1-1/4 5,000 31
CBT 1588 8 X 1-5/8 4,000 31

ACOUSTIC LAG SCREWS
EYE LAG FORWOOD

Eye Pleg. Case Case
Part No. Size Dia. Qty, Qry. Wt
ELS 143 114 X 3 210" 100 1,000 24
ELS 143B 114 X 3 210" - 1,000 23

EYE LAG FOR METAL

TLS-BN
FASTENING PRODUCTS &. P,
il
Eye Case Case
Part No. Size Dia. Qty. Wt
TLS 142B 114X 2 2100 1,500 35
TLS 142BN 114 X2 210" 1,000 29

INSTALLATION TOOL FOR ACOUSTIC LAG SCREWS

Part No. DLS3

30
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FLO-ROK DISPENSING TOOLS

HEAVY DUTY BATTERY POWERED TOOL

PA 5000 SURE SHOT

* Eliminates waste

Dispenses exact amount each time
* Powerful worm drive
* Long battery life

(Up to 25 cartridges per charge)
For 28 oz. Cartridges

Part No. Description
PAS000K 280z. Cordless dispensing tool

includes two batteries, charger and case
PA BAT Barttery for PA 5000

HEAVY DUTY MANUAL TOOLS

PA 3500

PA 1200

For 10, 12 & 28 oz. Cartridges
(5.5 oz. cartridge is used with standard caulking tool)

Part No. Description !
PA10O 100z. Manual dispensing tool (high ratio)

PA1200 |20z. Manual dispensing tool

PA3500 2Boz. Manual dispensing tool

FLO-ROK STATIC MIXING NOZZLES

PAM 1238T (with a snap-off pilot end)

Prep——
PAM 38

FASTENING PRODUCTS

Nozzle Extension

Part No. Description

PAM 38 Mixing nozzle for FR5-5,5-10 & 5-12 MAX

PAM |1238T Mixing nozzle for FR5-28 MAX 1/2" - 3/8" (O.A. length14™)
PAM EXT

Nozzle extension-for PAM 1238T (Ext. O.A. length 8")

O

Part No. Description

BOP 1005 12" High volume blow out pump
FRBR| 3/8" - 1/2" Nylon brush

FRBR2 1/2" - 1" Nylon brush

ANCHOR ROD ASSEMBLIES

For adhesive anchoring c

* Straight cut
FASTENING PRODUCTS

* complete with nut & washer

Part Ne. Size

PRA 383 318X 3 ] 100 10
PRA 385 38X5S 10 100 14
PRA 126 112 X 6-112 10 100 37
PRA 585 518X 5 10 50 23
PRA 587 5/8 X 7-112 10 50 3
PRA 3410 34 X 10 10 - 12
PRA 112 1 X 12 6 - 15
ISO GRADE 5.8 STEEL ROD - GALVANIZED ASTM AI153
CLASS C
PRA G126 112 X 6-112 10 100 37
PRA G588 5/8X8 10 50 31
PRA G3410  3/4X 10 10 10 12
PRAG3412 314X 12 10 ] 15

B7 HIGH STRENGTH STEEL ROD
ZINC PLATED WITH 2H NUT

PRA B7125

PR54 385 3BXS 10 100 14
PR54 126 112 X 6-112 10 100 37
PR54 587 58X 7-112 10 50 31
PRS4 3410 34X 10 10 10 12
PR54 112 I X 12 6 6 15

Also available: Type 316 stainless steel, special length and
metric thread rod assemblies.

STEEL SCREENS FOR FR5 MAX

For hollow wall applications

Max. rod Screen Drrill dia.
Part Me. dia. (inches) Size (inches) (inches)
SFR 383 3/8 112X 3 112
SFR 386 38 2 X6 112
SFR 3810 38 112X 10 112
SFR 123 112 518X 3 5/8
SFR 126 112 5/8 X 6 5/8
SFR 1210 172 58X 10 5/8
SFR 583 5/8 314X 3 314
SFR. 586 5/8 34 X6 34
SFR 5810 5/8 314 X 10 34
SFR 5813 5/8 34X 13 3/4
SFR 34512 314 718 X 5-1/2 7/8
SFR 348 3/4 - 7/8 | X8 1
SFR 3413 3/4-7/8 I X 13 |

Important: Anchor rods should be installed immediately after
FLO-ROK 5 MAX has been injected into the hole or screen.
They should not be disturbed until fully cured.

1-888-671-8665 sales@sdisupplies.com
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FLO-ROK® 5 MAX CARTRIDGES

* MTO / MTQ Approved
* Broad working temperature range from -20°C to +30°C
* Excellent for both solid and hollow wall applications

* Smooth flowing, non-drip, easy to control

* User friendly - low odour, styrene free & MMA free

* Meets LEED guidelines; low VOC

* Moisture insensitive, non sag formula

* Suitable for damp and water filled holes

nAn Year round use
> & Long shelf life

ucC

FASTENING PRODUCTS

L
Soz 10 oz 12 0z 28 oz
Case Case
Part No. Description Qty. We.
FRS-5 MAX 5.5 oz Cartridge 12 7
FR5-10 MAX 10 oz Cartridge 12 14
FR5-12 MAX 122 oz Cartridge 12 18
FR5-28 MAX 28 oz Cartridge 6 32
* Cartridge price includes | static mixing nozzle
The size shown in BLUE is available while stock lasts.

CRACKFAST® CRACK REPAIR KIT

Complete Kit Includes:

* Seal cartridge 300ml 2 pes
* Resin cartridge 250ml 2 pes
* Seal mixer nozzle 2 pes
= Seal applicator fan 2 pes
* Cartridge outlet plug 2 pcs
= Resin mixer nozzle
wl extension 2 pcs
* Fit connector | pc
* Injection port 16 pcs 1
* Pair of gloves 2 pes
* Wooden spatula 2 pes *
* Instruction DVD

PA 100 Dispensing tool extra

Part No. Description
CFK 100 CRACKFAST Crack repair kit complete
PA 100 100z, Manual dispensing tool (high ratio)

CRACKFAST COMPONENTS

CFs CRACKFAST Seal cartridge 300ml

CFR CRACKFAST Resin cartridge 250ml

PAM CFR Resin mixer nozzle with extension tube

PAM CFS Seal mixer nozzle

PAM FAN Applicator fan for seal mixer nozzle

CFPORT Insert port

CFRP | Resin cartridge, | resin mixer and | outlet plug

FLO-ROK® 6 SD CARTRIDGE

l: @s ICC-ES’ Listed
5 )| ESR - 3584

* High performance |:| pure epoxy chemical anchor
* Suitable for dynamic and vibration loading
* Seismic resistance

* Smooth flowing, non-drip, easy to control, long shelf life

* Ideal for deep hole applications & close to edge fastening
* User Friendly - low odour, extended working time

* Styrene and YOC free

=

o

Case

Part No. Description Qry. Wt
FR6-20 5D 20 oz Cartridge 6 14
PA 2000 200z. Manual dispensing tool | 3

= Cartridge price includes | static mixing nozzle

PAM

B6EXT PAM 6EXTW

FR6 PI8 FR6é P22 FRé P30
Part No. Description
PAM & Standard nozzle for FR6-20 SD
PAM 6HF High flow (9") nozzle for FR6-20 SD
PAM 6EXT 9mm X 10m Extension tube for FAM 6
PAM 6EXTW I4mm X 10m Extension tube for PAM 6HF
FR& PIB |8mm Resin stopper
FR6 P22 22mm Resin stopper
FR& P30 30mm Resin stopper

HOLE CLEANING BRUSH KIT

R Ew;

SBR THK - Extension kit
(total extended length 30™)

SBR - Light gauge
stainless steel brush

="

P ————— SBR EXT - 12"

Hole Used For
Part MNo. dia. (in) rod (in)  rebar
SBR 12 112 38 -
SBR 916 916 112 10M
SBR 34 3/4 5/8 15M
SBR 78 7/8 3/4 -
SBR | | 7/8 20M
SBR 118 I-1/8 | -
SBR 114 1-1/4 - 25M
SBR 138 1-3/8 1-1/4
SBR 112 1-1/2 - 30M
SER 134 1-3/4 1-172 35M
SBR THK Rigid extension kit for SBR
SBR EXT Flexible extension 12"

1-888-671-8665 sales@sdisupplies.com
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U-DRIVE® MASONRY ANCHOR SYSTEM

* Permanent and cost effective anchoring
* Quick, easy installation without special tools
* Requires only 1" (25mm) embedment

U-DRIVE® ANCHORS

One drill bit included with each package of 100 anchors

Anchor Fastens Pkg. Case Case
Part No. Length up to Qty. Qry. Wt
INS |18 I-1/8 1/8 100 1,000 14
INS (12 I-172 112 100 1,000 20
INS 2 2 | 100 1,000 24
INS 212 2-172 1-1/2 100 1,000 29
INS 3 3 2 100 1,000 33
INS 312 3-1n2 2-1/2 100 1,000 40
INS 4 4 3 100 1,000 44
INS 412 4-112 3-12 100 600 30
INS 5 5 4 100 600 32

Drill Bits not included

Anchor Fastens Pkg. Box Case
Part No. Length up to Quy. Wt Wt
INS [18M  1-1/8 1/8 1,000 13 14
INS 112M  1-172 12 1,000 16 17
INS 2M 2 | 1,000 2l iz
INS 212M  2-112 1-1/2 1,000 26 27
INS 3M 3 z 1,000 31 32
INS 312M  3-112 2-1/2 1,000 38 39
INS 4M 4 3 500 21 22
INS 412M  4-1/2 3-112 500 23 24
INS 5M 5 4 500 25 26

For best results use with IND/IDS bits

U-DRIVE DRILL BITS
Straight shank

Maximum.
Part No. Size Fastener Length
IND 312 202 X 3-172 2
IND 412 202 X 4-112 3
IND 512 202 X 5-172 4
IND 712 202 X 74172 6
IND 812 202 X 8-172 7

SDS BITS "ANSI"

|

DS 4 202 X 4 1-112
IDS 6 202X 6 3-1n
IDS 9 202 X 9-1/2 7

UCAN

FASTENING PRODUCTS

* Hot dip galvanized for maximum corrosion protection
* High pull out and shear strength

U-DRIVE STRESS PLATE

Required when fastening insulation

* Super low profile
* Can also be used with SCRU-IT

UCAN

FASTENING PRODUCTS

Pkg. Pkgz.
Part No. Diameter Type Qry. W,
SPIM by Plastic 500 24

* Made from high grade polymer for long service life
* Accepts screws and nails

Universal disc for Polymer
Modified (PM) and Modified PB
EIFS to fasten rigid insulation to
wood, steel, concrete, and masonry.

* Low surface profile if;_“‘% ~

Pkg.
Part No. Diameter Qry.
EID 134M 1-3/4" (45MM) 1,000

TYPE PB

For installing Expanded Polystyrene (EPS)
insulation board for Polymer Based (PB)
EIFS to wood, steel, concrete and masonry.

* Stem sets into insulation

EIDS 2M 2" (50MM) 1,000

1-888-671-8665 sales@sdisupplies.com

D3I AIUODT) SAIUI)SE]

33




IO o ¥/ Y  Quick and Complete!

UCAN LV 360 LOW-VELOCITY TOOL UCAN LV 470 LOW-VELOCITY TOOL

UCAN LV 470

SEMI-AUTOMATIC

For .300 Flat-Head pins

vSafe: & UD pins
* Low Recoil . Safe

Low Noise Level
Durable & Reliable
¢ Uses .27 Cal. Strip Loads - Max power level: Red

SEMI-AUTOMATIC
with Adjustable Power Dial
For PC pins and UTS

2 Pove oo studs up to 2-1/2

* Low Noise Level

. * Adjustable Power Dial . Max recommended
. Fas!:erlel's up to 2-1/2 * Uses .27 Cal. Strip Loads power level: Red
* Weighs only 5.2 Ibs. + Durable & Reliable
Complete Kit Includes Goggles, Ear Plugs, Cleaning * Weighs only 7 Ibs.
Brushes,Wiper, Lubricant, Spare Parts,Training Manual and . X X ,
Heavy-Duty Carrying Case. Complete Kit Includes Plastic Case, Goggles, Lubricant, I-1/4"
— Steel Brush, Wood Brush, 5 Stop Rings, 3 Retaining Rings, Rod,
Part No. Description Cleaning Cloth, Training Manual.
LV 360K Deluxe tool kit complete e
Part No. Description
FIELD REPLACEMENT PARTS FOR LV 360 :
LV 470K Deluxe tool kit complete

301200 Piston assembly for flathead fasteners

301030 Piston for UN-UD fasteners FIELD REPLACEMENT PARTS FOR LV 470

Fasteners Concrete

301208 Piston ring for 301200 piston C-05 Stop ring
301009 Base plate i .
j C-06 Retaining ring, fastener guide

301010 Guide ji i
301011 Sh i c-07 Piston for pins

ear clip FASTENING PRODUCTS C-07A Piston for threaded studs
301012 Stop g :

c-08 Piston ring

301013 Steel ball 4 ¢
301014 yiiin y C-09 Piston guide

nAiar Spring C-11 Retaining ring, piston guide

UCAN LV 365 LOW-VELOCITYTOOL
ACCESSORIES FOR LVTOOLS

SEMI-AUTOMATIC
with Adjustable Power Dial

For .300 Flat-Head pins
& UD pins

« Safe

* Low Recoil
* Low Noise Level

* Durable & Reliable

* Adjustable Power Dial

* Uses .27 Cal. Strip Loads - Max power level: Red

* Fasteners up to 2-1/2"

* Weighs only 5.1 Ibs.

Complete Kit Includes Goggles, Ear Plugs, Cleaning

Brushes,Wiper, Lubricant, Spare Parts, Training Manual and
Heavy-Duty Carrying Case.

Part Mo. Description
LV 365K Deluxe tool kit complete Part No. Description
lvek g . (e, wiper b )
36514 Piston assembly VBRI 1-3/8 Round brush
36515 Pisten ring LVER2 5/8 Round brush
36517 Base plate LVBR3 Flat brush
36516 Guide LVER4 5/16 Cleaning brush
36538 Shear clip LVSPR. PAT Tool spray lube 3FL.oz (85gms)
36512 Stop LVSAFE Safety goggles
36537 Steel ball LVCASE-360 Carrying case only - for LV 360 & LV 365
36536 Annular spring LVCASE-470 Carrying case only

34 1-888-671-8665 sales@sdisupplies.com
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POWER LOADS

.300 FLAT-HEADED FASTENERS

.22 CAL.TYPE A FORLV I5I Super point

For low-velocity tools

Super point
.27 CAL. IN PLASTIC STRIPS

For UCAN LV360/365. Also for DX350 and DX36.

Pk Case Case FASTENING PRODUCTS =
Part No. Power Level Qry. Qty. W m
CAl GRA Gray | - Light 100 10,000 20
CA2 BRO Brown 2 Med.-Light 100 10,000 20 Fluted guide washers for steel and concrete H
CA3 GRE Green 3 Med.-Strong 100 10,000 20
CA4YEL Yellow 4 - Strong 100 10,000 20 Pkg. Case Case Price m
Part MNo. Shank Length Qty. Qty. Wt Ic
.25 CAL.IN PLASTIC STRIPS AFH 13K 1/2 Knurled 100 1,000 5 21.00
AFH 16K 5/8 Knurled 100 1,000 6 26.00 h
For low-velocity tools AFH |19 3/4 100 1,000 6 15.00
AFH 25 I 100 1,000 7 17.00
%%%%W AFH 32 1-1/4 100 1,000 8 19.00 u
R A e ¥ W AFH 37 1-1/2 100 1,000 9 22.50
AFH 47 1-7/8 100 1,000 12 25.00 =
AFH 57 2-1/4 100 1,000 14 28.00
Pkg, Cae Case AFH 62 2-112 100 1,000 15 31.00 n
Part No. Power-Level Qty. Qty. W AFH 72 2-7/8 100 1.000 17 34.00 H
CTS GRE Green - Light 100 10,000 29
CTSYEL Yellow - Medium 100 10,000 29 25MM STEEL WASHER FASTENERS m
CTS RED Red - Strong 100 10,000 29 ”

CHS G Green - Light 100 10,000 32 I
CHSY Yellow - Medium 100 10,000 32 \ =
CHS R Red - Strong 100 10,000 32
FASTENING PRODUCTS
FOR UCAN LV470 AND FOR DX450
CHS R Red - Strong 100 10,000 2
CHSP Purple - Extra strong 100 10,000 32 P T = e
Part No. Shank Length Qry. Qty. e ic
AWI 25 | L 100 1,000 20 32.00
.300 FLATFHEADED ANGLE CLIP ASSEMBLY AWI 32 14" 100 1,000 21 35.00
AWl 37 1-12" 100 1,000 25 36.00
AWI 50 2 100 1,000 35 38.00
AW 62 2-112" 100 600 16 41.00
ucAN AWI 75 3" 100 600 19 49.00
Part No. Shank Length Case Quy. CaseWt.  Price/M
FASTENING PRODUCTS ' AWI 32M I-1/4" 1000 24 330.00
AWI 37TM 1-1/2" 1000 25 340.00

Phkg. Case Case INSULATION PIN
Part No. Length Qrty. Qry. Wt

ACC 32 1-1/4 100 600 42 Assembled with 30mm washer

300 FLAFHEADED CONDUIT CLIP ASSEMBLY

FASTENING PRODUCTS

FASTENING PRODUCTS

Plg. Case Case
Pkg. Case Case

Part No. Conduit Size Qkir, Qty. Wit Part No. Shank Length Qty. Qry. Wt
FCC 38 38" 100 500 - AWP 37 I-1/4" 100 600 13
FCC 12 12" 100 £00 27 AWP 47 1-7/8" 100 600 9
FCC 34 314 100 600 N0 AWP 62 2-1/2" 100 600 10

1-888-671-8665 sales@sdisupplies.com 1
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8 mm HEADED FASTENERS

Super point with 8 mm nylon washer

FASTENING PRODUCTS

For UCAN LV 360%, also for DX 350 & DX 36.

Pkg. Case Case
Part No. Shank Length Qry. Qty. Wt
up 19 3/4 100 1,000 6
uD 22 718 100 1,000 6
uD 27 I-1/8 100 1,000 7
up 32 I-1/4 100 1,000 8
uD 37 1-1/2 100 1,000 9
uD 47 1-7/8 100 1,000 I
ubD 57 2-1/4 100 1,000 13
UD 62 2-12 100 1,000 15
ub 72 2-7/8 100 1,000 16

KNURLED FOR STEEL

uD 16K

5/8 100 1,000 5

* Piston 301030 required when UD pins are used in LV 360 tool.
COLLATED PINS - 10 PIN MAGAZINE

With super point for magazine type PA tools

FASTENING

PRODUCTS

Plg. Case Case
Part No. Shank Length Qry. Qry. Wt
uD 16KS 5/8 100 1,000 6
ub 195 3/4 100 1,000 6
uD 225 7/8 100 1,000 7
up 275 1-1/8 100 1,000 8
uD 325 I-1/4 100 1,000 9
uD 375 1-1/2 100 1,000 10
uD 47s 1-7/8 100 1,000 12
uD 575 2-1/4 100 1,000 14
UD 625 2-1/2 100 1,000 15
uD 725 2.7/8 100 1,000 17

"TOP HAT" FASTENER

UCAN

FASTENING PRODUCTS

Pkg. Case Case
Part Mo. Length Qry. Qry. We.
FTH 19 3/4 100 1,000 7

6 mm HEADED FASTENERS

Super point with 12 mm steel washer

Jﬂ

For UCAN LY 470, also for DX 400 & DX 450 tools.

Pke. Case Case
Part No. Shank Length Qty. Qty. Wt
PC 22 78 100 1,000 7
PC 27 I-1/8 |00 1,000 8
PC 32 I-114 100 1,000 9
PC 37 1-112 100 1,000 I
PC 42 1-5/8 100 1,000 I
PC 47 1-7/8 100 1,000 13
PC 57 2-1/4 100 1,000 s
PC 62 2-112 100 1,000 16
PC 72 2-7/8 100 1,000 18
PC 82 3-1/4 100 1,000 20
KNURLED FOR STEEL
PC 16K 5/8 100 1,000 ]
PC 19K 34 100 1,000 7

1/4"-20 THREADED STUDS

With plastic guide washer and end cap

for LV 360/365 tools - .

Thread  Shank Pkg. Case Case
Part No. Length  Length Qry. Quy. Wt
U 142025 3/4 | 100 1,000 13

With 12 mm plastic guide washer
For LV 470, (use C-07A piston)

e

UTS 1032K 3/4 7116 Knurled 100 1,000 10
UTS 1036K 3/4 9/16 Knurled 100 1,000 I
UTS 245 3/4 | 100 1,000 I

ht tool

& . for the job

!

R S

g
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Mechanical Anchor Selection Guid ~
Base Material Anchor Diameter Head Style Coating/Material =
T T '
ERRERE | T e M
H ‘ Z._ 2
|z = SE|12 |5
.| (3|5 : 512822 -
Bl (28| @ - =|§ ElelE|alnls
qHEE H 2 121518 | s|3|B2 12 2 )
ISI2 (S|l |« |2 x| |EISIE| |8lslElE|<(2|el= |2\
iEP—’U‘CL-! =1 I|_|s2le|le|2l8|2|Eilm|n|R |55
22191210 \2|3| | i EEE SRR R
o 5121251212 12218 3lskele felElu bl lu | ZIBEIREIE(E15|BE|EI2I 55|22 _
Els2glsielal22EE AR ERl=RIEIRFR-m|EERIE|E &E|=|2]5 |5 === & Z|Code Recognition
[ | ' i | Code Listed
PB+ (PowerBolt+) | 6 |@|®| |O 0 e e e L] ° ICCAES ESR 3260
| el | | ~
|
Power-Bolt 6 oio‘o..‘o_o,o ! e e (oo ® ° o‘ e |o
[E= === ] | I n
| Code Listed
. | ‘ ICC-£S ESR-2818 & H
~Stud+ SD1 7 . oo 00 e oo o ] ° 2966
Power-Stud+ ee o ‘ |o . ‘ P m
& 25864
- e | . I S— t | - 1 1 4 + —r— - L — — ”
o | ' | ' ‘ Code Listed
2 |Power-Stud+ SD2 7 |le e ° o oo e e [ ] [ ] ICC-ES ESR-2502
2 | | ‘ ‘ LARR-25831
| | | A= ) |
8 | [ I ‘
- Power-Stud+ ‘ | Code Listed
£lspaisos 8 |leje o o . |eole ° oo ICC-ES ESR 3471
= | 1 | [ - | : I
PowerStudHD5 | 8 |e|e®| |0 | | | (L) i | @ |
|Power-Stud 8 |lele| |@® o o e oo oeee o e (oje eee
_] il [ |
e | i |
Lok-Bolt AS 10 |e|ojo|e|e|e|0|0 oo (o000 eoee |® ole o| | ‘
s | : S| jenlE |
Set-Bolt 1 |e o| [+] L) oo L]
T T 1 T
3 | | | | Code Listed
Atomic+ Undercut 9 |le|e (] [«] e e e 8 | [ ] L] L ] |CC-ES ESR 3067
| | !
‘ Code Listed ICC-ES
Wedge-Bolt+ 12 |eeo/eloe ° o eee . ° oo ESR-2526 & 1678
M [ || LARR-25808
=]
E - - !. —
< | | Code Listed
; | '- _ ICC-ES ESR-3068,
& |Tapper+/Tapper 13 |le/eje/e /@@ 0009 |0ee o | ° o @ e o |o|® 3?352@2&3:
| ICC-ES AC 193
| 0| | | e |
| =
i i | | | | Code Listed
£ |Vertigo+ /Vertigo | 21 |e o.o| e e |o e e L oo ICC-ES ESR-2989
g | B
a1
> I
'S |Bang-it 22 |eo|® ‘ . Ny | ole| | .
el ‘ JUE ) | | = LS I :
B | |
= |Wood-Knocker 22 |el® ® | ‘o o ee ole | | e
L | | ] | | | |
@ Suitable
o Powe rs
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* Mechanical Anchor Selection Guid
E Base Material Anchor Diameter Head Style Coating/Material
- :
BEER ] | '] =
hl ‘3 z = Z2lzlvlzls
= | & z c |2 (8|2 |2
S = 3| |5 SIElRI212] |3
1= -1 - 5 | &=
) MR S51E| lslz|e[BSRIEIE21E )
(RS IES|BI=| |B sZBlBlEl2IE|E2|222 (2|8
glzlzis|zi=|E el el e E22E|2|eZIRIE IR RIS l8|2
g l2lE S22 225|218 |z 2 lElnlnln=|2|5|5|2|ElE|E|RI5 4|4/ |E(E 2B .
£ |S5R|5|£ £|§aag;,;a:ama:m;zéigééM:Su.&&&ﬁ_&zz Code Recognition
m . | ' | Code Listed
Snake+ 18 |e .|o|o ® ee eol|e ICC-ES ESR-2272
= LARR-25810
{ 1 || ] |
m Smart DI+ 18 oo ° | o | |eeeel | ole
| ! | el
= |
Hollow-Set Dropin | 19 |@ /0 @ ® | ® ® 0|0 L3R LK 3N ole o [
n | RRRNRNE SRR
£ |Steel Dropin 19 ..l ‘ ‘ o oi | e eele ole (oo
=
R e e THARCHE SR X
1)
l ‘= |Mini Dropin 20 |e'e® .:o‘ ] o | oo ele
2 | —
£ | | |
2 |Double 20 |ejo| o ele| |0 oo olefe|e . ®
| ] | | =
. | |
Single 20 @0 o o 0| e [ 3K JN ] o |
! ! | S
I ! | | | | |
Calk-In 2 |ejo| |e|o|e] o| oo oo |e ] . .
i | | | =] = =—= —— !
Lag-Shield 21 |e|o ole e o0 0 o0 o e 00 |® °
ir T [ | [
Heli-Pin 21 lejo| |eleje (o |e|e oo ' L]
| | |
£ |Spike 23 |e]e |® o o e e e ‘ L] oo ° @ °
£
- N I[ r i [ )
£ |Drive 24 |e|lo| |o] |o| |0 ..‘ ole ‘ oleje| (o |e
| | |
Safe-T+ Pin 24 leje| o |® |oO L o |C((__Egeglg_|[§%e3?}5;
I | 4 L 1 11 1 | S
1
£ |Zamac Hammer- 2 | | [ s o ' s 5l
g_s oooooooo_m | Ir | j ||
= | | [ [
2 | zamac Nailin 25 |le/o/o|oje|/elo|o oo o |o o [*| |° .
— — 3 __|__l 5 T r__l | . 1 . |
Nylon Nailin 25 |efo|o o.‘-‘oo | |o|e | e o‘ ° | .i
® Suitable
© May be Suitable
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N STEEL HEX HEAD POWER-BOLT
N I

| 6900* 4t x 1 114" 78" 100 600
New: 6902* 14" x 1-3/4" 1/4" 1-1/4" 100 600
5 2 o 6906* 114" x 3" 1/4" 1-1/4" 100 600
CODE LISTED 6907* 5/16" x 1-3/4" S6" 112" 100 600
|CC-ES ESR-3260 6908* 516" x 2-112 5/16 1-112 50 300
6909* 5/16" x 3-1/2" 516" 1-1/2" 50 300
6910 3/8" x 2-1/4" 318" 2" 50 300
PB+ (POWGI"-BO't+) 6911** 318" % 1-7/8" 3/8" 1-1/4" 50 300
Heavy-Duty Sleeve Anchor 6913 3/8" x 3" 38" 2" 50 300
BASE MATERIAL 6914 318" x3-112" 3/8" ol 50 300
Concrete 6916 3/8" x4" 3/8" 27 50 300
SIZE RAMGE 69301 112" % 2-3/4" 172" 212" 50 200
1/4" x 1-3/4" t0 5/8" x 8-1/2" 6932t 112" x 3-3/4" 12" 2-172" 25 150
ANCHOR MATERIAL 69341 1/2" % 4-3/4" 12" 2-12" 25 150
Carbon Steel 6936t 112" x 5-3/4" 12" 212" 25 150
The PB-+ anchor is a torque controlled, heavy duty sleeve style anchor which is :3:21 ?rg z : i ?: S?j ’ 22 i;g
designed for consistent performance in cracked and uncracked concrete, It is e i kil = :
available with a finished hex head S S i e 2 o
' 69451 58" x6" 58" 2-314" 15 90
. 69471 5/8" x 8-1/2" 5/8" 2-3/4" 10 40
Carbon steel PB+ anchors are manufactured using a Grade 8 bolt. They are 6950 34" x 3-1/4" 34" ;3 " 15 a0
plated mth a commercial prlght zinc finish and have a supplementary chromate ~ ggs» 308" % 4-1/4" 3" 3 5 60
treatment in accordance with ASTM B 633, 6954 304" ¢ 5-1/4" 378" 3" 10 60
CARBON STEEL HEX HEAD PB+ 6956 3}4: X7 I’j‘l" 4 = 3" 10 40
Ao pir 6957 3/4" % 8-1/4" 3/4 3 10 40
690250 114" x 1-314" 144" 100 600 The published length is measured from below the washer to the end of the anchar. * 114" and 5/16” Power-
690650 174" x 3" 174" 100 600 Bolt utilize a grade & bolt ** This size does not have a compression ring, +Discontinued item once current
tock is depleted.
69115D 38" x 1-7/8" 38" 50 . et g
69105D 38" x 2-1/4" 28" 50 g0 Stainless steel Power-Bolt anchors are manufactured from 300 series stainless
691350 38" x 3" 38" 50 300 Steel (passivated).
69145D 308" x 3-112" 3/8" 50 ELLVIN 304 STAINLESS STEEL HEX HEAD POWER-BOLT
691650 38" x 4" 3/8" 50 300 SIS SE MIK. DEPTH STD.BOX  STD.CTN
69305D* 12" % 2-314° 142" 50 200 5900** 14" x 1" 1/4" 7/8" 100 500
693250 12" x 312" 12 50 200 5902 114" % 1-3/4" /4" 1-1/4" 100 600
69345D 112" x 4-314" 12" 25 200 5906 14" x 3" 1/4" 1-1/4" 100 600
69365D 112" x 5-3/4" 112" 25 150 5910 318" x 2-1/4" 3/8" 2" 50 300
69405D* 5/8" x 3" 5/8" 20 150 5914 3/8" x 3-1/2" 3/8" 2" 50 300
69425D 5/8" x 4" 5/8" 15 120 5916 318" x 4" 3/8" 2° 50 300
69445D 5/8" x 5" 5/8" 15 90 5930 112" x 2-3/4" 12" 2-142" 50 200
694550 5/8" x 6" 5/8" 15 90 5934 112" x 4-3/4" 12" 2-12" 25 150
69475D 5/8" x 8-1/2" 5/8" 10 40 " This size does not have a compression ring. The published length is measured from below the washer to
the end of the anchar,
*Asterisked catalog numbers denate sizes which are less than the minimum standard anchor length for h

strength design. The published size includes diameter and averall length of the anchor.

~ .

Carbon Steel Flat Head Power-Bolt®

The flat head Power-Bolt anchor has a hex key insert formed in the head of the
bolt. Each box contains an Allen wrench which matches the insert size.

Power-Bolt® B :

Heavy-Duty Sleeve Anchor 6981 318" x 3-314" 2 50

AL 6982 38" x5 2 50

Concrete, Block, Brick, Stone 6983 3/8" x 6" 2 50

SIZE RANGE 6984 12" x5" 112" 2-112" 25 150
104" x 1" to 3/4" x 8-1/4" 6987 5/8" x 5-1/2" 5/8" 2-34" 15 90

ANCHOR MATERIAL

Carbon Steel & Type 304 Stainless Steel

The published length is the overall length of the anchor
The Power-Bolt anchor is a heavy duty sleeve style anchor which is vibration

resistant and removable. It is available with a finished hex head or flat head with

a hex key insert and can be used in concrete, black, brick, or stone, _

Carbon steel Power-Bolt anchors are manufactured using a Grade 5 bolt. They F A s T E N E R S

are plated with a commercial bright zinc finish and have a supplementary
chromate treatment in accordance with ASTM Specification B 633,

1-888-671-8665 sales@sdisupplies.com
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CODE LISTED
ICC-ES ESR-2818

CODE LISTED
ICC-ES ESR-2966

Power-Stud+™ SD1

Wedge Type Expansion Anchor

BASE MATERIAL

Normal-Weight Concrete, Structural Sand-Lightweight Concrete, Concrete aver
Metal Deck, Grout-Filled Masonry

IZE RANGE

1/4" diameter (uncracked concrete), 3/8" diameter through 1-1/4" diameter
(cracked and uncracked concrete)

ANCHOR MATERIAL

Zinc Plated Carbon Steel Body and Expansion Clip, with Nut and Washer

The Power-Stud+ SD1 anchor is a fully threaded, torque-controlled, wedge
expansion anchor which is designed for consistent performance in cracked and
uncracked concrete, Suitable base materials include normal-weight concrete,
structural sand-lightweight concrete and concrete over metal deck. The anchor is
manufactured with a zinc plated carbon steel body and expansion clip.

Patented & Additional Patents Pending
POWER-STUD+ SD1 CARBON STEEL BODY & EXPANSION CLIP

7400SD1*

100

600

R

—r——— |

CODE LISTED
ICC-ES ESR-2502

Power-Stud+™ SD2

Wedge Type Expansion Anchor

BASE MATERIAL

Normal-Weight Concrete, Structural Sand-Lightweight Concrete,
Concrete over Metal Deck, Grout-Filled Masonry

SIZE RANGE

3/8" through 3/4" diameter (Cracked and Uncracked Concrete)

AMCHOR MATERIAL
Zinc Plated Carbon Steel Body with Stainless Steel Expansion Clip

The Power-Stud+ SD2 anchor is a fully threaded, torque-controlled, wedge
expansion anchor which is designed for consistent performance in cracked and
uncracked concrete, Suitable base materials include normal-weight concrete,
structural sand-lightweight concrete and concrete over metal deck. The anchor is
manufactured with a zinc plated carbon steel body and stainless steel expansion
clip for premium performance,

Patented & Additional Patents Pending
POWER-STUD+ SD2 CARBON STEEL BODY & 55 EXPANSION CLIP

14" x 1-3/4" 314"

7402501 14" x 2-1/4" 1-1/4" 100 600
74045D1 114" % 3-1/4" 2-114° 100 600
74105D1* 3/8" % 2-1/4" 718" 50 300
7412501* 3/8" x 2-3/4° 1-3/8" 50 300
74135D1 38" x 3" 1-5/8" 50 300
7414501 318" x 3-172" 2-1/8" 50 300
7415501 318" x3-3/4" 2-3/8" 50 300
7416501 38" x 5" 3-5/8" 50 300
7417501 38" x 7" 5.5/8" 50 200
7420501 112" x 2-3/4" " 50 200
7422501 112" % 3-34" 7 50 200
74235D1 112" x 4-1/2" 2:314" 50 200
74245D1 142" x5-112" 334" 50 150
7426501 2" % 7" 5-1/4" 25 100
7427501 112" x8-1/2" 6-3/4" 25 100
7428501 172" x 10" 8-1/4" 25 100
74305D1" 5/8" x 3-1/2" 1-172" 25 100
7432501 5/8" x 4-1/2" 2-172" 25 100
7433501 58" x 5" 3" 25 100
7434501 5/8" % 6" 4" 25 75
74365D1 /8" x 7" 5" 25 75
7438501 5/8" x 8-1/2" 6-1/2" 25 50
7439501 5/8" x 10" 8" 25 50
7440501 304" x 4-1/4" 1-3/4" 0 60
7441501 314" x 4-3/4" 2-1/4" 20 60
7442501 34" x 5-1/2" 3" 20 60
74445D1 34" % 6-1/4" 3-3/4" 20 60
7446501 34" x 7" 4-1/2" 20 20
74485D1 314 x 8-1/2" 6" 10 60
7449501 314" x 10" 7-112" 10 40
74515D1 34" x 12" 912" 10 40
74505D1* 718" x6" 2-3/4" 10 40
7452501 78" x8" 4-3/4" 10 40
7454501 78" % 10" 6-314" 10 40
74615D1* 1"x6" 2-38" 10 30

1-888-671-8665 sales@sdisupplies.com

7413502

318" x3"

50

1-5/8" 300
7414502 38" x 3-1/2" 2-14" 50 300
7415502 3/8" x 3-314" 2-1/2" 50 300
7416502 /8" x 5" 3-3/4" 50 300
7422502 1/2" x 3-314" 2-1/8” 50 200
7423502 12" x 4-1/2" 2-718" 50 200
7424502 1/2" x 5-1/2° 3-7/8" 50 150
7426502 W2 xr" 5-3/8" 25 100
7427502 1127 % 8-1/2" 6-7/8" 25 100
7435502 508" x 4-3/4" 2-7/8" 25 100
74335D2 5/8" x 5" 3-1/8" 25 100
7434502 58" x 6" 4-1/8" 25 75
74365D2 518" x 7" 5-1/8" 25 75
74385D2 5/8" x 8-1/2" 6-5/8" 25 75
74425D2 34" x 5-1/2" 3-1/4" 20 60
7444502 34" x 6-1/4" 4" 20 60
1446502 34" 7" 4-3/4" 20 60
7448502 34" x 8-1/2" 6-1/4" 10 60

The published length is the overall length of the anchor. Allow for fixture thickness plus one anchor diameter for
the nut and washer thickness when selecting a length. All anchors are packaged with nuts and washers,

4

INSTALLATION ACCESSORIES FOR ADDITIONAL LENGTH

08465

Adjustable torque wrench with 1/2" square drive (10 to 150 ft.-Ibs.) 1

7463501

1" % 9" 10 Q
7465501 1" x12° 5 20
74735D1 1-1/4" x 9" 5 15
7475501 1-1/4" x 12" 5 15

° Sizes which are less than the minimum standard
the overall length of the ;
s when selecting a length. All

thickr

nchor, Aliov

anchor length for strength de

esign. The published length is
iickness plus one anchor diameter for the nut and w asher
chors are packaged with nuts and washers,
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Power-Stud® HD5 1
Wedge Type Expansion Anchor New:

BASE MATERIAL SIE RANGE

Concrete, Grouted CMU ~ 3/8" x 3" to 3/4" x 8-1/2"

ANCHOR MATERIAL
C(")E l.lsrl‘lg]) Hot Dlpped Galvanized Steel
ICC-ES ESR-3471 The Power-Stud anchor is a one piece fully threaded, wedge style anchor avail-
able in carbon steel and stainless steel. The drill bit diameter needed for proper
o installation is the same nominal size as the anchor diameter,
- 1
ga??f‘g;eﬁ'elefsv‘}egg‘el?ype gpg?g{):mscgrs New: Hot Dipped Galvanized Power-Stud anchors are manufactured from carbon steel
BASE MATERIAL which have a mechanically galvanized coating (zinc) in accordance with ASTM

Normal-Weight Concrete, Sand-Lightweight Concrete Specification B 695, Class 65, Type I.
SIZE RANGE »

1/4" through 5/8" diameter
ANCHOR MATERIAL

Stainless Steel Body with Expansion Clip with Nut and Washer

The Power-Stud+ SD4 and Power-Stud+ SD6 anchors are fully threaded,
torque-controlled, stainless steel wedge expansion anchors which are designed
for consistent performance in cracked and uncracked concrete. Suitable base

D3I AIUODT) SAIUI)SE]

materials are normal-weight and sand-lightweight concrete. The anchor is 7715HD5 3/8" x 3-34" 1-1/2" 2-3/8" 50 300
manufactured with a stainless steel body and expansion clip. Nut and washer 7716HD5 3/8" x 5" 1-12° 312" 50 300
are included. T717HDS 38" x 7" 1-1/2* 5-1/2" 50 200
POWER-STUD-+ 5D4 7724HD5 12" x5-112" 2" 6-5/8" 50 150
I SIFE {REA | Al X 5 ! 7 i " " 34"
sl 2R L a L ?gg:gi l,;; o ;-1;2“ z-mg" ot i :gg
7302504 147 x 2-1/4" 1114 100 600 cEing g s ik e i
7304504 14" x3-1/4" 2-1/4" 100 600 csipin g g pamn - 9% o
a0 e o e T738HDS  5/8" x8-1/2" 238" 610" 2 50
I3t S8 K24 b 2 = TI4IHDS 34" x 4-34" 338" 211" 20 60
sl B i =2 T74HDS 34" x5112" 33/8" 3 20 60
73145D4 38" x 3-112" 2-1/8" 50 300 e e -
; i ’ 7746HD5 314" % 7 3318 4112 20 60

7315504 3/8" % 3-3/4 2-3/8 50 300 e S - 5 % %
73165D4 3/8" x 5" 3-5/8" 50 300

7317504 38" x7" 5-5/8" 50 300 Power-Stud®

73205D4 112" x 2-3/4" 1" 50 300 Wedge Type Expansion Anchor

7322504 112" x 3-3/4" 251 50 300 BASE MATERIAL

7323504 12" x 412" 2-3/4" 50 300 Concrete, Grouted CMU

73245D4 112" x 512" 3-3/4" 50 300 SIE RANGE

7326504 12" % 7" 5-1/4" 25 100 1/4" x 1-3/4" 10 1-1/4" x 12"

73305D4 5/8" x 3-1/2" 1-12" 25 100 ANCHOR MATERIAL

7332504 5/8" x 4-1/2" 2-1/2" 75 100 Carbon Steel, Type 304 or 316 Stainless Steel, & Mechanically Galvanized
733354 5/8° x 5" 3 25 100 Carbon Steel

7334504 5/8” x 6" 4" 75 75 The Power-Stud anchor is a one piece fully threaded, wedge style anchor avail-
73365D4 58" x7" 5% 25 75 able in carbon steel and stainless steel. Threaded, Rod Hanger and Tie-Wire
7338504 5/8" x 8-112" 6-1/2" 25 50 versions are designed for use in solid concrete. The drill bit diameter needed for

proper installation is the same nominal size as the anchor diameter,

POWER-STUD+ SD6

7600506 114" x 1-3/4" BETE 100 600

7602506 114" x 2-1/4" 1-1/4" 100 600
76043506 14" % 3-114" 2-1/4" 100 600
;E:gzgg ii: i ilj: i ]_:J:.:.. :g :gg Mechanically Galvanized Power-Stud anchors are manufactured from carbon steel
it h which have a mechanically galvanized coating (zinc) in accordance with ASTM
e PEh iihed 00300 hacification B 695, Class 65, Type |
7614506 38" x 3112 2-18° 30 300 MECHANICALLY GALVANIZED POWER-STUD
7615506 3/8" x 3-3/4" 2-3/8" 50 300 CALN MINEMBED. _ THREA ) BOX STD, €T
7616506 3/8" x 5" 3-5/8" 50 300 7720* 1/2" x 2-3/4" 2-1/4" -3 50 200
7617506 38" x7" 5-5/8" 50 300 7723* 2" x 412" 2-1/4" -1/8" 50 200
7620506 112" x 2-3/4" f 50 300 7724* 112" x5-1/2" 2-1/4" -8 50 150
7622506 112" % 3-314" z 50 300 7726 W2 2-1/4" -5/8" 25 100
7623506 112" x4-112" 234" 50 300 7730* 5/8" x3-1/2" 2-3/4" 2" 25 100
7624506 12" x 512" 3-3/4" 50 300 1734* 58" x 6" 2-314" 412" 25 75
7626506 17" 5-114" 25 100 774 3/4" x 4-3/4" 3-3/8" 278" 20 60
7630506 5/8" x 3-1/2" -2 25 100 7742 3/4" x 5-1/2" 3-318" 3-5/8" 20 60
7632506 5/8" x 4-1/2" 2-112" 25 100 7748 304" x8-1/2" 3-3/8" 6-5/8" 10 40
7633506 518" x 5" 37 25 100 7750 718" x 6" 3-1/8" 2-314" 10 40
7634306 5/8" x 6" 4" 25 75 7752 7/8" x 8" 3-7/8" 4-3/4" 10 40
7636506 58" x7" It 25 75 7763 1*x9" , 4-12" 5-3/8" 10 30
7638506 5/8" x8-1/2" 6-1/2" 25 50

* Discontinued item once current stock depleted.

1-888-671-8665 sales@sdisupplies.com




Fasteners Concrete

42

Stainless Steel Power-Stud anchors are manufactured from AISI Type 304 /

304 Cu and Type 316 stainless steel which is passivated.
TYPE 304 STAINLESS STEEL POWER-STUD

7300
7302
7304
7310
7312
7313
7314
7315
7316
7320
7322
7323
7324
7326
7330
7332
7333
7334
7336
7338
7340
7341
7342
7344
7346
7348
7349
7352
7361
7363
7365

7642
7644
1646
7648

14" % 1-3/4"
174" x 2-1/4"
174" x 3-1/4"
318" x 2-1/4"
3/8" x 2-3/4"
38" x 3"
3/8" x3-12"
318" x 3-34"
3/8" x 5"
1127 x 2-314"
12" x 3-314"
112" x 4-1/2"
12" x 5-1/2"
)P AT
5/8" x 3-1/2"
5/8" x 4-1/2"
518" x5"
58" x 6"
58" x 7"
58" x B-1/2"
314" x 4-1/4"
34" x 4-3/4"
34" x 5-112°
34" x B-114"
34" x 7"
3/4" x B-112"
314" x 10"
78" x 8"
1"x86"

1" %97

P G

b STAINLESS STEEL POWER-STUD

174" x 1-3/14"
174" x 2-1/4°
114" x 3-1/4"
3/8" x 2-1/4"
38" x 2:3/4"
3/8" x 3"

3/8" x 3-1/2"
3/8" x3-3/4"
38" x 5"

102" x 2-314"
172" x 3-314"
12" x 41127
12" x 5-1/2"
1120 %3"

5/8" x 3-1/2"
5/8° x 4-112"
58" x 5"

5/8" x 6"

S/8" x7"

5/8" x 8-1/2"
3/4" x 4-1/4"
3/4" x 4-3/14"
3/4" x 5-1/2"
3/4" x 6-1/4"
314" 1"

3/4" x 8-1/2"

1-1/8"
1-1/8"
1-5/8"
1-5/8"
1-5/8"
1-5/8"
1-5/8"
1-5/8"
2-114"
2-1/4"
2-114"
2-114"
214"
2-3/4"
2-314"
2-3/4"
2-3/4"
2-3/4°
23147
3-3/8"
3-3/8"
3-3/8"
3-3/8"
3-3/8"
3-3/8"
3-3/8"
3-7/8"
4-112"
4-1/2"
4-1/2"

1-1/8"
1-1/8"
1-1/8"
1-5/8*
1-5/8"
1-5/8"
1-5/8"
1-5/8"
1-5/8"
2-114"
2-14"
2-14"
2-1147
2-14"
2-314"
2-3/4"
2-3/4"
2-3/4"
2-314"
2-3/14"
3-3/8"
3-3/8"
3-3/8"
3-3/8"
3-3/8"
3-3/8"

1-1/4"
2-1/4"
1-1/4"
1-5/8"
1-7/8"
2-3/8"
2-5/8"
3-1/8"
1-3/8"
2-3/8"
3-1/8"
4-1/8"
5-5/8"

5

3
3-12"
4-1/2"
5-1/2°

2
2-3/8"
2-7/8"
3-5/8"
4-3/8"
5-1/8"
6-5/8"
8-1/8"
4-3/4"
2-3/8"
5-3/8"
B-3/8"

374"
1-1/4"
2-1/4"
1-1/4"
1-5/8"
1-7/8"
2-3/8"
2-5/8"
3-7/8"
1-3/8"
2-3/8"
3-1/8"
418"
5-5/8"
i

3"
312"
4-1/2"
5-1/2"
™
2-38"
2-7/8"
3-5/8"
438"
5-1/8"
6-5/8"

100

100
100
50
50
50
50
50
50

50
50

50
50
25
25
25
25
25
25
25
20
20
20
20
20
10

500

500
500
250
250
250
250
250
250
200
200
200
150
100
100
100
100

250

The published length is the overall length of the anchor, Allow for fixture thickness plus one anchor diameter
for the nut and washer thickness when selecting a length,

‘.
-

Lok-Bolt AS™

Sleeve Type Expansion Anchor
BASE MATERIAL

Concrete, Block, Brick

SIZF RANGE

114" x 5/8" to 3/4" x 7-1/2"
ANCHOR MATERIAL

Carbon Steel & Stainless Steel

The Lok-Bolt AS anchor is a pre-assembled single unit sleeve anchor available in
carbon steel and stainless steel which can be used in concrete, block, brick and

stone, Extension sleeves are added to create longer lengths.
* AS refers to all-steel sleeve

50058
50108
50155
50208
50225
50255
50305
50345
50335
50325
50355
50385
50408
50455
50505
50555
50605
50655

516" x 1-1/2"
5/16" x 2-3/8"

3/8"
318"
3/8"
172"
112"
12"
12"
1z*
5/8"
5/8"
5/8"
5/8"
314"
314"
3/4"
314"

TIE-WIRE POWER-STUD

7409501

174" % 2"

Jower

"FASTENERS

HEX NUT LOK-BOLT AS CARBON STEEL

x 1-7/8"
x3"
x 4"
x2-1/2"
x3"
x3-3/4"
% 5-1/4"
xht
x2-1/2"
%3
x 4-1/4"
x 5-3/4"
x 2-3/4"
x 4-1/4"
X 6-1/4"
x8-1/4"

516"
5/16"
3/8"
318"
3/8"
172"

5/8"
314"
34"
314"
314"

The published length is measured from below the washer to the end of the anchor.

i
o
7

100

100

10
10
10
10
10

1-888-671-8665 sales@sdisupplies.com

1000

500
500
500
250
250
250
125
125
100
125
125
100
100
100

40

30

30
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THRESHOLD FLAT HEAD LOK-BOLT AS

55005 14" x 2" 114" 112°

1000
. This part does not have a compression ring
61535 318" x3" 38" 1-1/4" 50 500
61565 12" % 2-112" 12" 1-1/2" 25 250
61575 W2 %3 172" 1-1/2" 75 250
61605 112" x 3-3/4" 172" 1-1/2" 25 125
61645 5/8" x 4-1/4" 58" 2" 10 100
The published length is measured from below the washer to the end of the anchor -
’ 58105 114" x 1-1/2° ]
58155 38" x 1-7/8" 3/8" 1-114" 50 250

5!-‘1 - ot | B ..-.-I 58255 12" % 2-1/4" 1z -2 25 125
‘._ I

ACORN NUT LOK-BOLT AS CARBON STEEL

1/4" x 5/8" 14" 112 1000

51258
51505 1/4" x 1-3/8" 114" 1" 1000
51758 114" x 2-114’ 114" 12" 1000

The published length is measured from below the washer to the end of the anchor,

1000

LOK-BOLT AS EXTENDERS CARBON STEEL (FOR ADDITIONAL LENGTH)

56845 38 1-1/4" 38"

D3I AIUODT) SAIUI)SE]

Set-Bolt

1. ' 0 Displacement Controlled Expansion Anchor

114" % 1-3/8"
52108 1/4" x 2-1/4" 114" 172" 100 1000 PAE MATERIA
52155 114" x 3" 14" 112" 100 1000 Concrete
52205 14" x 3-3/4" 14" 12" 100 i0agF SeEMNGE D = =
52755 516" 1 2-3/8" 5/16" g 100 1000 1/4" x 1-3/4" 10 1/2" x 4-1/4
52305 5/16" x 3-3/8" 5/16" 1% 100 500 ANCHODR MATERIAL
52355 38" x 2-3/4" 38" 1-1/4" 50 5o Carbon Steel
52405 38" x3-3/4" 3/8" 1-1/4" 50 250

The Set-Bolt is a one piece, stud style anchor with an external bottom-bearing
expansion plug. It is available in carbon steel for use in concrete, stone and solid
masonry units,

! RLULS U LT

4 LT

L . — 107" 114" x3-1/4"

TS . 100 creea VT 3/8" x 2-1/4" 250
e n Sl s L 7126 318" x3" 250
53105 104" % 2-1/4 14 100 1000 35 S 525
53155 114" x3" 114" " 100 1000 7134* 3/8" x 6" 3
53205 14" x 4" 114" 100 500  7145* 112" x 2-314" 250
53255 114" x 5-1/4" 14" 12" 100 s00 7151 12" x4-1/4" 125
53305 5/16" x 2-1/4" 516" i 100 1000 7133 12" x 5-1/4 125
53405 8" x 2-3/4" 3/8" 1-1/4" 50 300 * Discontinued item once current stock exhausted.

53455 318" x 4" 38" 1-1/4" 50 250

53505 38" x5 38" 1-1/4" 50 250

53605 318" x6 38" 1-1/4" 50 250

4" x 2-1/4" 1/4" 1 100 1000

61705

61725 174" % 3" 174" 100 1000

61745 38" x 4" 3/8" 50 250

61755 38" x5" 3/8" 50 250 F A S T E N E R s
61765 38" x6" 3i8" 50 250

5 do nat have a compression ring

1-888-671-8665 sales@sdisupplies.com 43
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CODE LISTED
ICC-ES ESR-2526

CODE LISTED
ICC-ES ESR-1678

g
L 8 |

Wedge-Bolt® +

Screw Anchor

BASE MATERIAL

Normal-Weight Concrete, Structural Sand-Lightweight Concrete, Concrete Over
Metal Deck, Grouted CMU

SIZE RANGE

1/4" Diameter (Uncracked Concrete), 3/8” Diameter Through 3/4" Diameter
{Cracked And Uncracked Concrete), Grouted CMU

ANCHOR MATERLAL

Zinc Plated Carbon Steel Body, and Hex Head or Mechanically Galvanized
Carbon Steel Body and Hex Head

The Wedge-Bolt+ anchor is a one piece, heavy duty screw anchor with a
finished hex head. It is simple to install, easy to identify and fully removable. The
Wedge-Bolt+ has many features and benefits that make it well suited for many
applications in a variety of base materials. The anchor is designed for consistent
and reliable performance in cracked and uncracked concrete,

Install with Powers Wedge-8it™

WEDGE-BOLT + SCREW ANCHOR (CARBON STEEL)

ESD 14" x 1-1/4"* 1" 100 600

720650 114" x 1-3/4"* il 100 600
72075D 14" % 2" 1-3/4" 100 600
72085D 14" % 2-1/4" 1-3/4" 100 600
721050 14" x 3" 1-314" 100 500
72205D 38" x 1-314"* 1-112" 50 300
12225D 38" x 2-1/2" 2-18" 50 300
72245D 38" x3" 2-1/8" 50 250
722650 38" x 4" 2-1/8" 50 250
72285D 3/8" x 5" 2-1/8" 50 250
723050 318" x 6" 2-1/8" 50 150
72405D 12 x2°% 1-3/4" 50 150
724250 12" x 2-172"* 1-3/4" 50 200
724450 124 %3" 212" 50 150
724650 112" x 4" 2-1/2" 50 150
72485D 112" % 5" 2-12° 25 100
725050 12" x 6" 2-1/2° 25 75
72685D 112" x6-1/2" 2-12" 25 75
725250 112" x 8" 212" 25 75
72605D 58 %35 -1 25 100
726250 58" x 4" 3-1/4" 25 100
12645D 5/8" % 5" 3-1/4" 25 75
726650 5/8" x 6" 3-1/4" 25 75
72705D 5/8" x 8" 3-1/4" 25 75
72805D 34" x3"* 2-112° 20 60
728250 314" x 4" 3" 20 60
72845D 3/4" x 5" 4-14" 20 60
T2865D 3/4" x 6" 4-1/4" 20 60
728850 314" x 8" 4-1/4" 10 40
72905D 314" 10" 4-1/4" 10 40

* Sizes which are less than the minimum standard anchor length for strength design. The published length is
measured from below the hex washer head to the end of the anchor. Wedge-Belt+ is marked with a blue tip and
must be installed with a matched tolerance Wedge-Bit.

112650

7172850

773058D 38" x 6" 50 150
7174650 1125 % 4" 50 150
774850 142" x 5" 25 100
77505D 112" % 6" 25 75
77515D 142" x 6-1/2" 25 75
775250 12" x 8" 25 75
776450 58" x 5" 25 75
7176650 58" x 6" 25 75
776850 58" x 6-1/2" 25 75
77708D 5/8" x 8" 25 75
77865D 3/4" x 6" 20 60
77895D 34" x 8-112" 10 40
77905D 34" x 10" 10 20
Wedge-Bolt®

(Stainless Steel & Orange Tip)

The 410 SS Wedge-Bolt screw anchor is specifically engineered for applica-
tions where additional corrosion resistance is desired. This anchor can be easily
installed with either an impact wrench or conventional hand socket.

O .

Install with Powers Wedge-Bit™
10 STAINLESS STEEL WEDG

7701N 114" x 1-3 5/16" ! 1-5/8" 100 500

T702N 3/8" x.1-3/4" 516" 18 1-12" 50 500
7705N 318" x 2-112" e" 1-112° 2-1/4" 50 250
T706N 3/8" x3" 7Me" 112" 2-314™ 50 250
T707N 318" x 4" 716" 1-1/12" 3-3/4" 50 150
T708N 3/8" x 5" 71e" 121 3-3/47 50 150
7710N W2hwg! 916" 1-3/4" 2-314" 50 150
771N 172" x 4" 9ne" 1-3/4" 3-314" 50 150

The Carbon Steel Wedge-Bolt OT screw anchor is a specifically engineered part
for the racking industry. This anchor is available in a finished hex head design
and can be easily installed with either an impact wrench or conventional hand
socket. This anchor, unlike Blue Tip Wedge-Bolt, can be installed with regular
ANSI standard carbide drill bits but requires larger clearance holes.

7216 3/8" x4" 3/8" 142" 112" 3-314" 50 250
T217 12" x 4" 1/2" 5/8" 1-3/4" 3-3/4" 50 150
1218 12" 5" 12" 518" 1-3/4" 3-314" 25 100
7214 12" x 8" 12" 5/8" 1-3/4" 3-3/4" 25 75
71219 5/8" x 4" 5/8" 314" 2-112° 3-314" 25 100
7221 5/8" x5" 5/8" 34" 212" 3-3/4" 25 75
1227 5/8°x6" /8" 314" 212" 3-314" 25! 75
7229 5/8" x 7" 5/8" 34" 212" 3-3/4" 25 75
1233 12%x 61120 172" 5/8" 1-314" 3-3/4" 25 75
7231 3/4" x 6" 314" /8" 2-1/2" 4-112" 20 60
7232 3/4"x 8" 34" 18" 2-1/2" 6" 10 40

1-888-671-8665 sales@sdisupplies.com



Mini Dropin —
Internally Threaded Expansion Anchor

BASE MATERLAL

Pre-cast Hollow Core Plank, Concrete

SITE AANGE

1/4",3/18" and 1/2"

ANCHOR MATERIAL

The Mini Dropin is a carbon steel, machine bolt anchor used in shallow
embedment applications. It can be used in solid concrete and hollow core
concrete plank, and it may be suitable in hard stone and solid block.

MINI DROPIN

6335

/4" 3/8" B ? 3/8" 100 . [}[}[}
6322 /8" 12" 34" 13/32" 100 1000
6337 12" 5/8" 1" 5/8" 50 250
= r—— |

SETTING TOOLS FOR MINI DROPIN ANCHORS

6336 1/4" 1 50

6323 3/8" 1 50
6338 112" 1 50

US ACCU-BIT FOR MINI DROPIN

00392  5DS5-Plus 3/8" Concrete Accu-Bit
00398 SD5-Plus 1/2" Concrete Accu-Bit
00411 5D5-Plus 5/8" Concrete Accu-Bit

for 3/8" Mini Dropin 1
for 1/2" Mini Drapin 1

CODE LISTED
ICC-ES ESR-2272

Snake+™

Internally Threaded Self-Tapping Anchor

BASE MATERIAL

Normal-Weight Concrete, Structural Sand-Lightweight Concrete,
Concrete Over Metal Deck

SIZE RANGE

3/8" diameter (Cracked and Uncracked Concrete), 1/2" diameter

ANCHOR MATERAL

The Snake+ anchor is an internally threaded, self-tapping screw anchor
designed for performance in cracked and uncracked concrete, Suitable base
materials include normal-weight concrete, structural sand-lightweight concrete
and concrete aver metal deck. The Snake+ screw anchor is installed into a drilled
hole with a power tool and a Snake+ setting tool. A hammer is not used for
installation,

640050 114" L T 223" 100 1000

64015D 38" 1-5/8" 11/16" 50 500
640350 112" 2-1/2" 29/32" 50 300
EXTRA SNAKE & SNAKE+ SETTING TOOLS

640250 /4" 1 250 -

6407SD 38" 1 250 E

640450 172" 1 250

Smart DI+™ Anchor (Drop-In)

Internally Threaded Expansion Anchor
BASE MATERLAL

Concrete

SIZE RANGE

114" ta 3/4"

ANCHOR MATERIAL

Carbon Steel

With Powers new patented innovation, the Smart DI+"™ Anchor (Drop-In),
contractors can now reduce the amount of hammer blows when setting by ap-
proximately 25% compared to competitive brands. Once the setting tool is flush,
your anchor is set! The new patented plug design yields a higher percentage of
the expansion at the bottom of the anchor, exactly where it is needed. Smart
DI+™ Anchor (Drop-In), can also be set using our new Smart Tool. Drill yaur hole,
slide the tool sleeve over your carbide drill and lock into place. Your hammer dril
now does all the work for you in setting the anchor.

SMART DI+

63045D 14" 100 1000

630650 38" 50 | 500
63085D 112° 50 250
632050 58" 25 125
6312SD 314" 10 50

DI+ TOOL

004255D 14" ) —

004275D 38" 1 6
0042950 172" 1 6

Di+ DRILL

003915D 3/8" (for 1/4" Smart D) 1

003975D 1/2" (for 3/8" Smart Di+) 1
004105D 5/8" (for 1/2" Smart Di+) 1

New!

SDS-PLUS ACCU-BIT FOR DROPIN AND SMART DI+

0039 for 1/4" Dropin 1

SD5-Plus 3/8" Concrete Accu-Bit
00397  SDS-Plus 1/2" Concrete Accu-Bit for 3/8" Dropin 1
00410  SDS-Plus 5/8" Concrete Accu-Bit for 1/2" Dropin 1
00418  SDS-Pilus 7/8" Concrete Accu-Bit for 5/8" Dropin 1
00419  5DS-Plus 1" Concrete Accu-Bit for 3/4" Dropin 1

1-888-671-8665 sales@sdisupplies.com
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Hollow-Set Dropin™

Internally Threaded Expansion Anchor

BASE MATERIAL

Concrete, Block, Brick, Pre-cast Hollow Core Plank, Stone
SIZE RANGE

1/4" t0 5/8"

ANCHOR MATERIAL

Zamac Alloy with Carbon Steel or Stainless Steel Cones

The Hollow-Set Dropin anchor is designed for anchoring in hollow base
materials such as hollow concrete block, brick with weep holes and hollow

core pre-cast concrete plank. It can also be used in solid base materials. Hollow
masonry materials often have a relatively thin outer wall thickness. During the
drilling process, spalling on the back side of the wall can decrease the wall thick-
ness available for anchoring to 1" or less. The design of the Hollow-Set Dropin
overcomes this problem.

ZAMAC BODY WITH CARBON STEEL CONE

9320 114" 3/8" 7/8 1000
9330 516" 5/8" 1-5/16" 15/16" 50 500
9340 318" 5/8" 1-5/18" 15/16 50 500
9350 112" 314" 1-3/4° 1-1/4" 50 250
9360 58" 1" 2" 1-1/2" 25 125

ZAMAC BODY WITH STAINLESS STEEL CONE

9420 14" Py 5/8" 100 1000

9440 38" 5i8" 1-5/16" 15/16" 100 500
= S T B8 e
= A e it pplrei R

For solid base materials
SETTING TOOLS - SOLID BASE MATERIALS

9322 1

9342 516" & 3/8" 1 1
9352 142" 1 1
9362 5/8" 1

i For hollow base materials
SETTING TOOLS - HOLLOW BASE MATERIALS

9323

1 1
9333 1 1
9343 | |
9353 12 1 ]
9363 5/8" 1 1

FASTENERS

Steel Dropin

Internally Threaded Expansion Anchor

BASE MATERIAL

Solid Concrete, Solid Block, Hard Stone

SIZE RANGE

1/4" to 3/4" Standard Thread, 1/2" & 3/4" in Coil Thread
ANCHOR MATERIAL

Carbon Steel and Type 304 or 316 Stainless Steel

The Steel Dropin is an all-steel, machine bolt anchor available in carbon steel
and two types of stainless steel. It can be used in solid concrete, hard stone, and
solid black. A coil-thread version for forming applications is also available. A
setting tool is included in each standard carton.

CARBON STEEL DROPIN (SMOOTH WALL)

6304 14" 0 1" 100

6306 318" 12" 1-9/16" /8" 50 500
5308 12" 58" 2! 50 250
6320 5i8" 18" 212" 25 125
6312 34" 1" 3-3/16 10 50

CARBON STEEL FLANGED DROPIN (LIPPED)

6324 114" 308" e

16" 100 1000

6326 3/8" 112" 1-9/16 5/8" 50 500
6328 172" 5/8" ¥l 13/16" 50 250

CARBON STEEL K|

6340 1

b342 318" 12" 1-9/16" 5/8" 50 250
6344 12" 3/8" 2" 13/16" 50 250

TYPE 303 STAINLESS STEEL DROPIN

6204 174" 3/8" g 16" 100 1000

6206 318" 12" 1-9/16" 5/8" 50 500
6208 12" 5/8" 2" 13116" 50 250
6210 58" 78" 2-1/2" 1-3/16" 25 125
6212 34 1" 3-3/16" 1-3/8" 10 50

TYPE 316 STAINLESS STEEL DROPIN

6224 114" 3/8" 6" 100 1000

6226 38" 12" 1-9/16" 5/8" 50 500
6228 12" 5/8" 2" 13/16" 50 250
6230 5/8" 78" 212" 1-3/16" 25 125
6232 34" 1" 3-3M16" 1-3/8" 10 50

CARBON STEEL COIL THREAD DROPIN
C 3 SIZE JRILL DiA
6330 12 5/8"
6332 314" 1"

2" l /16" . 50 250
3-3/16" 1-3/8" 10 50

Use Setting Tool Cat. No. 6309 far 1/27 size, Cat. No. 6313 for 3/4” size,

SETTING TOOLS FOR STEEL DROPIN ANCHORS

6305

250

1
6307 38" 1 100
6309 12" 1 100
6311 8" 1 50
6313 3/4° 1 25

1-888-671-8665 sales@sdisupplies.com
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concrete, block, brick or stone, Several head styles are available and offered

in carbon and type 316 stainless steel. The Spike anchor is formed with an

“s" shaped configuration at the working end of the anchor to create an
expansion mechanism. Since the anchor is pre-expanded, there is no secondary

tightening operation,

\ MUSHROOM HEAD TYPE 316 STAINLESS S
! 1 PR |
! ) . —— #ﬂ 6603 3/16" x 1-1/4" 316" 100 1000
. - 6604 316" x 1-1/2" 316" 100 1000
g 6606 316" x 2" 316" 100 1000
) 6623 14" x 1-1/4" 14" 100 1000
Splke 6624 14" x1-1/2" 114" 100 1000
Pre-Expanded Anchor 6626 14" x2" 1/4" 100 1000
s ”Eipl : 6628 14" x 2-1/2" 114" 100 1000
BASE MATER(AL 6630 114" x 3" 114* 100 1000
Concrete, Block 6646 38" x 2" 318" 25 250
SIZE RANGE 6648 38" x 2-112" 38" 25 250
316" x 1"t 1/2" x 6-1/2" 6650 3/8" x 3" 3/8" 25 250
ANCHOR MATERIAL The published length is measured from below the head to the end of the anchor,
Carbon Steel and Type 316 Stainless Steel
The Spike anchor is a patented, one-piece, tamper-proof anchor for use in Special Application Spike®Anchors

MUSHROOM HEAD GRADE 8.2 CARBON STEEL SPIKE

316" x1°

D3I AIUODT) SAIUI)SE]

; | 3758 38" 14" 1-3/4" 50 500

5503 316" x 1-1/4" 3/16" 7/8" 100 1000

5504 316" x 1-112" 316" 1-1/4" 100 1000

5506 316" x 2" 316" 1-1/4" 100 1000

5508 316" x 2-1/2" 316" 1-1/4" 100 1000

5510 316" x3" 316" 1-1/4" 100 1000

5511 3016 % 3-1/2" 316" 1-1/4° 100 1000

i s & 114" i o SUSPENDED CEILINGS

522 14" x 1" 14" 718’ 100 VU 11 WIRE SPIKE GRADE 8.2 CARBON S

5523 14" x 1-1/4" 14" i 100 1000 (oSNNS s

5524 114" ¥ 1-12" 4" 1-1/4" 100 [ ETE 316" 16’ s .

s6oe R S Sl 0 e 08 1/4 114 1-1/4 9132 100 500
5528 104" x 2-12" 114" 1-1/4" 100 1000

5530 1/4" x 3" 114" 1-1/4" 100 1000 S : A

5531 114" x 3-12" 14" 1-1/4" 100 1000 \!, ‘h m—— B

5532 14" x 4" 14" 1-1/4" 100 1000 V 4

I /B’ x 21 H8 3R = LSSl C0/\ChETE FORMING

5548 "X 2112 38" 1-34" 25 250

5550 "x3" 38" 1-314" 25 250 IS i FILL DIA N EVEET STD_ B0 fo.cT
5551 ¥ 3:1/2" 38" 1-3/4" 75 750 3795 3Nne" x1-12" 1-1/4" 100 1000
5552 e 38" 1-3/4" 75 250 3796 316" x 2% 316" 1-1/4" 100 1000
5554 8 x5 378" i3 7% 50 3797 316" x 2-3/4" 3/16" 1-1/4" 100 1000
5556 " g 3/8" 1-3/4" 25 250 3794 14" x 2-314" 1/4" 1-1/4" 100 1000
5569 "x 2-3/4" 12" 2-112" 50 200

5571 112" x3-1/2" 2 212" 50 150 While the Spike anchor can easily be installed using a hammer, a specially de-
3572 12" x4* 2 21z 25 150 signed series of drivers and manual tools provide a fast, easy to use method for
5574 12" x 5* vz 2112 25 150 installation into concrete and masonry materials. The tools allow Spike anchors
S 12" x 612" L 2 10" to be installed in confined areas and prevent damage to the fixture from stray
The published length is measured from below the head to the end of the anchor hammer blows.

AT HEAD GRADE 8.2 CARBON STEEL SPIKE Spike Driver 1000
' - Spike Driver 2000

5608 318" x 2-1/2" / l
5610 316" x3" 316" 1-1/4" 100 1000

5612 316" x 4" 316" 1-1/4° 100 1000
5624 14" x1-12" 114" 1-1/4" 100 1000
5626 14" % 2" 114" 1-1/4" 100 1000
?628. l."tli' x 2-1/2" 114" 1-1/4" 100 1000 pe Spike Setting
5630 114" % 3" 1/4" 1-1/4" 100 1000 Taol '
5631 14" x 312" 14" 1-1/4" 100 1000
5632 114" x 4" 14" 1-1/4" 100 500

The published length is the overall length of the anchor,
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Drive®

Split Fin Type Pre-Expander Anchor
HASE MATERIAL

Concrete

SIZE RANGE

316" x1-1/2" to 1/2" x 3"

ARCHOR MATERIAL

Carbon Steel

The Drive is a one piece tamper-proof, pre-expanded anchor available in
carbon steel for use in concrete and stone. Tie-Wire Drive anchors are used for
suspended ceiling applications. The flat head (counter-sunk) style is particularly
suited for wood-to-concrete anchoring. The round head style is for all other
applications requiring fast, permanent installations.

ROUND HEAD DRIVE

zZn 144" x 1-1/4" 174" 1-1/8" 100 1000

3241 114" x1-1/2" /4" 1-1/8" 100 1000
32N 114" x 2" 174" 1-1/8" 100 1000
3301 114" x 2-172" /4" 1-1/8" 100 1000
3601 318" x 2" 3/8" 1-7/8" 25 250
3631 3/8" x 2-1/2" 3/8" 1-7/8" 25 250
3691 38" x 3-1/2" 3/8" 1-7/8" 25 250
3781 12" x3" 12" 2-5/8" 25 125

FLAT HEAD DRIVE

3092 316" x 1-1/12" 1000

3122 316" x2" 316" ng" 100 1000
3152 316" x 2-1/2" 316" 78" 100 1000
3162 316" x3" 316" 78" 100 1000
3242 174" x 1-1/2" 114" 1-1/8" 100 1000
3272 174" x 2" 14" 1-1/8" 100 1000
3302 174" x 2-112" 174" 1-1/8" 100 1000
3332 174" x 3" 114" 1-1/8" 100 1000
3362 174" x 3-1/2" 114" 1-1/8" 100 1000
3392 114" x 4" 114" 1-1/8" 100 500

TIE-WIRE DRIVE (13/64" TIE-WIRE HOLE)

3244 174" x 1-314" 114" 500 500

3245 174" x 1-3/14" 14" 1-1/8" 100 500
3250 Tie-Wire Setting Tool Drive 1 1

Zamac Hammer-Screw®

Nail Anchor

BASE MATERIAL

Concrete, Block, Brick, Stone

SIZE RANGE

14" x3/4" to 1/4" x 3"

ANCHOR MATEREAL

Zamac Alloy with Carbon Steel and Perma-Seal Drive Screw

The Zamac Hammer-Screw is a unique, one-step drive anchor featuring a
Phillips type head and an internal screw thread for use in concrete, block, brick
or stone. The anchor has a body formed from corrosion resistant Zamac alloy
with a carbon steel drive screw, and has been developed as an improvement
over standard nailin anchors. The anchor is removable and is also offered with
an optional Perma-Seal coated screw.

2 PHILLIPS TYPE SCREW CARBON STEEL

500

1/4" x 314" 114 100

2840 174" x 1" 114" 100 500
2842 14" x 1-1/4" 104" 100 500
2844 114" x 1-1/2" /4" 100 500
2846 14" x 2" 114" 100 500
2848 114" x 2-114" 174" 100 500
2850 14" x 3" 114" 100 500

MASTER PACK WITH CARBON STEEL SCREW

1/4" 1000 1000

2939 1/4" x 3/14"

2940 174" x 1" 14" 1000 1000
2942 14" x 1-114" 174" 1000 1000
2944 /4% x1-112" 174" 1000 1000
2946 114" x 2" 114" 1000 1000
2948 14" x 2-1/4" 14" 1000 1000
2949 14" % 3" 114" 1000 1000

ZAMAC HAMMER-SCREW - MUSHROOM HEAD WITH

2817 14" x 1-1/4"

MASTER PACK WITH PERMA-SEAL SCREW

2818 1/4" x 1-1/4"

? CODE LISTED
| S | | ICC-ES ESR-3057
r CRACKED & UNCRACKED
CONCRETE
(REDUNDANT FASTENING)
Safe-T+ Pin pew!
Nail Anchor
BASE MATERIAL
Concrete, Block, Brick, Stone
SIZE RANGE
1/4" % 1-3/8" and 1/4" x 2-1/2"
ANCHOR MATERIAL

Carbon Steel

The new Powers Safe-T+ Pin is a one piece, all steel, nail drive anchor that can
be used in concrete, block, brick or stone. Each box of Safe-T+ pins comes with
a 6MM SDS carbide drill bit for ease of installation. Typical applications include
HVAC Duct Straps, light to medium duty signage, and termination bar, flooring
ECT. Available in 1 diameter and two lengths. Just drill a hole and hammer it in.

emm (1/4") x 1-3/8" 100 600
omm (1/4") x 2-1/12" 100 600

28005D
28015D

SAFE-T+ PIN DRILL BIT

800 Drill Bit Bmm
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Zamac Nailin®

Drive Pin Type Anchor

BASE MATEREAL

Concrete, Block, Brick, Stone

SIZE RANGE

3/16" x 718" to 1/4" x 3"

ANCHOR MATERIAL

Zamac Alloy with Carbon or Stainless Steel Drive Pin

The Zamac Nailin is a tamper-proof nail drive anchor which has a body formed
from Zamac alloy. Nails are available in carbon or stainless steel. The anchor can
be used in concrete, block, brick or stone.

MUSHROOM HEAD ZAMAC NAILIN - CARBON STEEL NAIL

316" x 718" 316" 100 500

114" x 3/4" 114" 100 500
174" x 1" 114" 100 50
1/4" x1-1/4" 1/4" 100 500
114" x 1-1/2" 114" 100 500
Tt 14" 100 500
14" x 3" 114" 100 500
MASTER PACK s
2803 316" x 7/8" 316" 1000
2807 114" x 314" 14" 1000 1000
2809 14" % 1" 1/4" 1000 1000
2815 1/4" x 1-1/4" 1/4" 1000 1000
2821 14" x 1-142° 1/4" 1000 1000
2827 114" x2" 114" 1000 1000
2805 174" x3" 14" 1000 1000
5 J

114" x 1-1/2" 1/4 100 500
114" % 2" 1/4"

100 500

MUSHROOM HEAD ZAMAC NAILIN - STAINLESS STEEL NAIL

o

2858 14" x 1" 114 100 500

2864 114" x 1-1/4" 174" 100 500
2870 14" x1-1/2" 114" 100 500
2876 114" x2° 114" 100 500

Bang-It™

Concrete Inserts

BASE MATERIAL

Concrete, Lightweight Concrete

SIZE RANGE

1/4" 10 7/8"

ANCHOR MATERIAL

Carbon Steel and Engineered Plastic

Bang-It concrete inserts are designed for installation through pre-drilled metal
composite deck (i.e. "pan deck”) used to support a newly poured concrete

floor or roof slab. Depending upon the size/color chosen, the protective sleeve
protrudes below the surface of the deck allowing overhead attachment of steel
threaded rod in sizes ranging from 1/4" to 7/8" in diameter. The protective sleeve
prevents sprayed fireproofing material and acoustical dampening products from
clogging the internal threads of the insert inside, as well as burying, masking or
losing the insert location. The unique, six-sided impact plate offers resistance to
rotation within the concrete as a steel threaded rod is being installed.

7540 W 1/4" Brown Bang-It 1316 00 4000

7542 M 3/8" Green Bang-lt 13/16" 100 4000
7544 112" Yellow Bang-It 13/16" 100 4000
7546 M 5/8" Red Bang-It 1-3/16" 50 2400
7548 W 3/4" Purple Bang-it 1-3/16" 50 2400
7549 W 7/8" Black Bang-it 1-3/16" 50 2400

7560  Bang-It Deck Driller 1
7562  13/16" Carbide Hole Saw for 1/4", 3/8" and 1/2" 1
7564  1-3/16" Carbide Hole Saw for 5/8°, 3/4" and 7/8" 1
7566  Carbide Hole Saw Center Bit 1

Wood-Knocker™

Concrete Inserts

BASE MATERIAL

Concrete, Lightweight Concrete

ANGE

1/4" 10 3/4"

ANCHO® MATERIAL

Carbon Steel and Engineered Plastic

Wood-Knacker concrete inserts are installed onto wooden forms used to sup-
port a newly poured concrete floor slabs, roof slabs or walls. When the forms
are stripped, the color-coded flange is easily seen embedded in the concrete
surface allowing attachment of steel threaded rod or threaded bolts in sizes
ranging from 1/4" to 3/4" in diameter. The unique six-sided impact plate offers
resistance to rotation within the concrete as a steel threaded rod or threaded
bolt is being installed.

7550 M 1/4" Brown Wood Knocker 9600

7552 M 3/8" Green Wood Knocker 200 9600
7554 172" Yellow Wood Knocker 200 9600
7556 W 5/8" Red Wood Knocker 150 6000
7558 M 3/4" Purple Wood Knocker 150 6000
1567 1/2" Coil Thread Wood Knocker 200 9600
7568 W 3/4" Coil Thread Wood Knocker 150 6000
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